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important Information 



For Your Safety 



The CAM/OFF/VIDEO switch turns the camcorder on and off, leaving the date/time feature unaffec- 
ted. If the unit is to be left unattended for a long period of time, turn the camcorder off and close the 
lens door. 



WARNING ; TO PREVENT FIRE OR SHOCK HAZARD, DO NOT 

EXPOSE THIS UNIT TO RAM OR MOISTURE. 



WARNING 



TO PREVENT FIRE OR SHOCK HAZARD, USE THE REC- 
OMMENDED ACCESSORIES ONLY. 





The ccmcoraer and A C adaptor hove the follow- 
ing caution marks, 



CAUTION 



risk of electric shock 
do not open 



Identifications of caution marks 

This symbol warns the user that unin- 
sulated voltage within the unit may 
have sufficient magnitude to cause 
electrical shock. Therefore, it is danger- 
ous to make any kind of contact with 
any inside part of this unit, 

This symbol alerts the user that import- 
ant literature concerning the operation 
and maintenance of this unit has been 
included. Therefore, it should be read 
carefully to a\ oid any problems. 





CAUTION: TO REDUCE THE RISK OF 
ELECTRIC SHOCK, DO NOT OPEN, 

NO USER-SERVICEABLE PARTS INSIDE, 
REFER SERVICING TO QUALIFIED SERVICE 
PERSONNEL. 



WARNING; TO PREVENT FIRE OR 
ELECTRIC SHOCK, MATCH WIDE BLADE 
OF PLUG TO WIDE SLOT, AND FULLY 
INSERT PLUG. - 



Precautions 

WARNING: Many television programs and films 
are copyrighted. In certain circumstances, copy- 
right law may apply to private in home video- 
taping of copyrighted materials. 

This Class B digital apparatus complies with 
Canadian ICES-003. 



The liquid crystal display (LCD) panel is 
made by highly precise technology. More 
than 99.99% of its picture elements (pixels) 
are effective, but some (less than 0.01%) may 
appear as colored bright dots. This does not 
indicate a fault as the LCD panel stretches 
the limits of current technology. 



Information for VM-H755LA/VM-H855LA/VM- 
H955LA 

This camcorder can use 0 and Hi El video cas- 
settes. It automatically determines the loaded cas- 
sette is E0 or Hill and records and plays it back 
correctly. 
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Warning; This device complies with Part 15 of the FCC Rules. Operation is subject to the following 
two conditions: (1) This device may not cause harmful interference, and (2) this device must accept 
any interference received, including interference that may cause undesired operation, 

Note; This equipment has been tested and found to comply with the limits for a Class B digital 
device, pursuant to Part 15 of the FCC Rules, These limits are designed to provide reasonable pro- 
tection against harmful interference in a residential installation. This equipment generates, uses, and 
can radiate radio frequency energy and, if not installed and used in accordance with the instructions, 
may cause harmful interference to radio communications. However, there is no guarantee that inter- 
ference will not occur in a particular installation. If this equipment does cause harmful interference 
to radio or television reception, which can be determined by turning the equipment off and on, the 
user is encouraged to try to correct by one or more of the following measures: 

— Reorient or relocate the receiving antenna. 

— Increase the separation between the equipment and receiver. 

— Connect the equipment into an outlet on a circuit different from that to which the receiver is con- 
nected . 

— Consult the dealer or an experienced radio/ TV technician for help. 

Caution to the user; Changes or modifications not expressly approved by the manufacture could 
void the user's authority to operate the equipment. 



"Note fo CATV system installer: This reminder is provided to call the CATV system installer's j 

attention to Article 820-40 of the NEC that provides guidelines for proper grounding and, in par- 1 

ticular, specifies that the cable ground shall be connected to the grounding system of the building, as j 

close to the point of cable entry as practical" . J 



Notes 

• This unit uses 8mm video format cassettes. 

• It records and plays back in the SP mode (14.3 mm/ sec). 

• It cannot record and play back in the LP mode (7.2 mm / sec) . 

• VM-H95SLA uses a Hi-Fi stereo sound system. When a tape recorded by this camcorder is 
played by a conventional 8mm camcorder, monaural sound is output. When a tape recorded by 
a conventional 8mm camcorder is played this machine, monaural sound is output. 



i MOISTURE 

; Avoid operating vour camcorder immediately aftei moving it from a cold place to a warm humid 
- place Gi\ e the camcorder 2 to 3 hours to stabilize in the ambient conditions of the surroundings 
J before inserting a cassette. When moved from a cold place to a warm, humid place, moisture may 
I condense on the head drum inside the machine. This moisture could cause the tape to stick to the 
headwhed and damage the headwheel or tape. 

When a small amount of moisture is sensed "TAPE" flashes in the viewtinder or on the LCD moni- 
tor Remove the cassette and set the CAM / OFF / VIDEO switch to OFF then wait for about one 
hour. 
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IMPORTANT SAFEGUARDS 

! i fl30' o *j *l e ca e f u l a^tn'on du/Oted to ouai t, s*anaa p ds in the manufacture of your video product, safety is a major factor in the design 
d e erv jr i°i + out sa*ety s /o^r n=sponsib >'t/ tog 

Th » page i ots ip id'i i 'or atic tha* /' lew 1 o ass~. c /our enjoyment and proper use of a Video camcorder and accessory equipment. 
Pii-dse »ao t'aiet 1 , i e o e operat rq your / aec prcdjot and keep it in a handy place for future reference. 

INSTALLATION 



1 Read and Follow Instructions — A 1 mc safety and 

o, eratrg ins ir uctio r s shol'q De read be f ors tre video 
pro uc is ope r atea r oov a cpe r a 1 i g a-a use "st^rtto r s. 




Retain Instructions — The safety and operating instruc- 
tions should be retained for future reference. 




Heed Warnings — Comply with ail warnings on the video 
product and in the operating instructions. 

Polarized Plug — - This video product is equipped with a 
polarized alternating-current line plug (a plug having one 
blade wider than the other). This plug will fit into the power outlet 
only one way. This is safety feature. If you are unable to insert the 
plug fully into the outlet, try reversing the plug, if the plug should 
still fail to fit, contact your electrician to replace your obsolete outlet. 
To prevent electric shock do not use this 
polarized plug with an extension cord, recep- 
tacle or other outlet unless the blades can be 
fully inserted without blade exposure. If you 
need an extension, use a polarized cord. 

5 Power Sources — This video product should be operated 
only from the type of power source indicated on 

the marking label. If you are not sure of the type of power supply to 
your home, consult your video dealer or local power company. For 
video products intended to operate from batter/ power, or other 
sources, refer to the operating instructions, 

6 Overloading — Do not overload wall outlets and extension 
cords as this can result in a risk of fire or electric 

shock. Overloaded AC outlets and extension cords are dangerous, 
and so are frayed power cords, damaged or cracked wire insulation 
and broken plugs. They may result in a shock or fire hazard. 
Periodically examine the cord and have it replaced by your service 
technician if appearance indicates damage or deteriorated insu- 
lation. 




Power Cord Protection 



8 Ventilation 



lords should 
/alked on or 
ng particular 
snd the point 

jinet are pro- 
of the video 
enings must 
ir be blocked 
?r similar sur- 
>r over a radi- 
e placed in a 
proper' venti- 
; instructions 




3 Attachments — Do not use attachments unless 
recommended by the video product manufacturer as they 
may cause hazards. 

Caution: Maintain electrical safety. Powerline operated 
equipment or accessories connected to this unit shouid bear the UL 
listing mark or CSA certification mark on the accessory Itself and 
should not have been modified so as to defeat the safety features. 
This will help avoid any potential hazard from electric shock or fire. 
If in doubt, contact qualified service personnel. 

10 Water and Moisture — Do not use this video product 
near water — for example, near a bath tub, wash bowl, 

kitchen sink, or laundry tub, in a wet basement, or near a swimming 
pool, and the like. 

1 1 Accessories — Do not place this video product on an un- 
stable cart, stand, tripod, bracket, or table. The video 

product may fall, causing serious injury to a child or adult, and 
serious damage to the appliance. Use only with a cart, stand, tripod, 
bracket, or table recommended by the manufacturer, or sold with 
the video product. Any mounting of the product should follow the 
manufacturer's instructions, and should use a mounting accessory 
recommended by the manufacturer. 

1 1 A An appliance and cart 
combination shouid be 
moved with care. Quick stops, 
excessive force, and uneven sur- 
faces may cause the appliance 
and cart combination to overturn. 
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12 Outdoor Antenna Grounding — if an outside antenna 
or cable system is connected to the video product, 
be sure the antenna or cabie system is grounded so as to provide 
some protection against voltage surges and built-up static charges. 
Section 810 of the National Electrical Code, ANSI/NFPA No, 70, pro- 
vides information with respect to proper grounding of the mast and 
supporting structure, grounding of the lead-in -wire to an antenna dis- 
charge unit, size of grounding conductors, location of antenna-dis- 
charge unit, connection to grounding electrodes, and requirements 
for the grounding electrode. See example below. 

EXAMPLE OF ANTENNA GROUNDING 




GROUNDING CONDUCT* 
(NEC SECTION 810-21) 
GROUND CLAMPS 

POWER SERVICE GROUNDING 
ELECTRODE SYSTEM 
(NEC ART 250, PART H) 



13 Power Lines — An outside antenna system should not be 
located in the vicinity of overhead power lines or other 

electric light or power circuits, or where it can fall into such power 
lines or circuits. When installing an outside antenna system, 
extreme care should be taken to keep from touching or approaching 
such power lines or circuits as contact with them might be fatal. 
Installing an outdoor antenna can be hazardous and should be left to 
a professional antenna installer. 

14 Cleaning — Unplug this video product from the wall outlet 
before cleaning. Do not use liquid cleaners or aerosol 

cleaners. Use a damp cloth for cleaning. 

15 Object and Liquid Entry — Never push objects of any 
kind into this video product through openings as they may 

touch dangerous voltage points or short-out parts that could result in 
a fire or electric shock. Never spi.il liquid, of any kind on. the video 
oroduct. 




16 Lightning — For added protection for this video product 
during a lightning storm, or when it is left unattended and 
unused for long periods of time, unplug it from the wail outlet and 
disconnect the antenna or cable-system. This will prevent damage 
to the video product due to lightning and power-line surges. 




SERVICE 

17 Servicing — Do not attempt to service this video product 
yourself as opening or removing covers may expose you to 

dangerous voltage or other hazards. Refer ail servicing to qualified 
service personnel. 

18 Conditions Requiring Service — Unplug this video 
product from the wall outlet and refer servicing to qualified 

service personnel under the following conditions. 

a. When the power-supply cord or plug is damaged. 

b. If liquid has been spilled, or objects have fallen into the video 
product. 

c. If the video product has been exposed to rain or water. 

d. If the video product does not operate normally by following the 
operating instructions. Adjust only those controls that are 
covered by the operating instructions. Improper adjustment of 
other controls may result In damage and wiii often require 
extensive work by a qualified technician to restore the video 
product to its normal operation. 

e. If the video product has been dropped or the cabinet has been 
damaged. 

f. When the video product exhibits a distinct change in perform- 
ance — this indie 



19 Replacement Parts 

required, have n s° 
replacerru^s >~e uses "=> 
original parts. Use of r r (°i n 
manufactum' can pre\ f <- 



it parts are 
y that the 
•istics as the 
rJeo product 
lazards. 



20 Safety Check - Upon completion of any service or repairs 

to this video product, ask the service technician to 

perform safety checks recommended by the manufacturer to deter- 
mine that the video product is in safe operating condition. 

21 Heat — The product should be situated away from heat 
sources such as radiators, heat registers, stoves, or other 

products (including amplifiers) that produce heat. 
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Before You Begin^ -- « mmm 

Any problems that occur as a result of any of the 
following conditions will not be covered by our 
warranty. 

■ Be careful that no water, dust or sand enters the 

camcorder and all accessories. 

■ When you shoot at a scene which contains an 
extremely bright object such as the sun or a light 
source, a bright vertical bar may appear in the 
picture. 

Your camcorder is functioning properly, but the 
solid-state pickup device (CCD) usually 
causes this as an inherent characteristic. Try to 
avoid shooting an excessive bright object di- 
rectly. 



■ Be sure not to leave the camcorder in a place 
where the temperature exceeds 140°F (60°C), or 
the pickup device may be damaged. 
Dangerous includes: 

* Inside a car with the windows closed and in 
direct sunshine. 

* Near heating appliances. 

■ Do not leave the viewfinder lens and the liquid 
crystal display (LCD) screen facing sunlight for 
a prolonged period, or the phosphorescent sur- 
face of the cathode ray tube and the LCD panel 
may be damaged. 



Rood This First 



To guide you, we've included: 

• An "Important Information" section containing 
important cautions for your family's safety as 
well as instruction for getting your video cam- 
corder ready to use. Please read and under- 
stand this section thoroughly before moving on. 

• A "Getting Started" section to familiarize your- 
self with the controls and prepare you for 
recording. 

• A "Basic Techniques" section to allow you to 
use your video camcorder quickly and confi- 
dently before advancing to the more sophisti- 
cated features of the Hitachi VM-E555LA/ VM- 
H755LA / VM-H855L A / VM-H955LA. 

• "Advanced Techniques" to help you with some 
of the exciting, sophisticated features of the 
Hitachi VM-E555L A / VM-H755L A / VM- 
H855L A / VM-H955L A . We hope you will take 
the time to learn about these functions since 
they have been designed for you. You can use 
the video camcorder without reading this sec- 
tion. 

• A "General Maintenance" section to help keep 
your purchase in good repair. 



We want this manual to be as helpful as possible, 
so it includes two easy ways to find the infor- 
mation you need: 

* A quick index for the information you. use most 
often (this page). 

* A detailed table of contents directing you to spe- 
cific information quickly (page 8). 

Get to know your video camcorder by using this 
manual, and get to know Hitachi. We appreciate 



your business. 

Quick Index 

Charging the Battery 16 

Setting the Date and Time................ 26 

Making a Basic Recording,.....,,... 28 

Zooming 30 

Playback 32 

Using the Wireless Remote Control ., 52 

Dubbing from Camcorder to VCR 56 
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Features 



• Easy to use • Digital effect 

• Color liquid crystal display (LCD) monitor with • Stable pix (Electronic Image Stabilization (EIS)) 
speaker * Fade in/ fade out 

• Active screen * Instant zoom 

• Perfect power (Lithium-ion battery) • Recorded date search 

• Active light (for VM-H855LA/VM-H955LA) • Automatic title recording 

• 100X zoom ratio ♦ Video effects 

• 400X digital zoom (with instant zoom) • Multi playback (PAL60 conversion) 



■ Types of differences 





VM-E555A 


VM-H755LA 


VM-H855LA 


VM-H955LA 


J System 


m 


mm 


HiM 


Hi® 


Audio 


monaural 


monaural 


monaural 


stereo 


J LCD monitor size 


2.5-inch 


2.5-inch 


3.0-inch 


3.5-inch 


1 Active light 


No 


No 


Yes 


Yes 


| Program AE 


Auto 


Auto 


Auto 


Auto /Mode select 



- This instruction manual shows the illustrations for the VM-H955LA. 



With this camcorder you can view the picture being recorded or the playback picture whether on the 
LCD monitor or in the viewfinder. Opening or closing the LCD monitor switches the picture to 
appear on the LCD monitor or in the viewfinder. The following text describes the operation as- 
suming that the viewfinder is used as a major monitor device. 



VM-E555LA/VM-H755LA/VM-H855LA/VM-H955LA 
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Getting Started 

This section guides you through the Initial preparation of the cam- 
corder. None of these processes are complex, Set aside some 
time, relax, and familiarize yourself with this quality instrument, 

Enjoy getting to know ait about your Hitachi 8mm camcorder, The 
more comfortable and familiar you are with the machine and its 
features, the more you can make it do for you, Let's get started! 

It Is crucial that you read and understand ail the safety instructions 
before you begin, If you haven't read the safety instructions yet, 
please take the time to do so now, 



Components and Accessories 

Check that you have all the following components and accessories before proceeding. 

1. Audio/Video output cable 
*1 Cable for VM-E555LA/VM-H755LA/VM- 

H855LA 
*2 Cable for VM-H955LA 

2. 20-pin S cable (only for VM-H755LA/VM- 
H855LA) 

3. Battery pack 

4. AC adaptor 

5. Shoulder strap 
Battery for date /title 
Remote control 
Batteries for remote control 



■ Optional RF Converter Unit 

if you wish to connect this camcorder to a tele- 
vision that does not have audio /video input jacks 
you will need to use the optional RF converter unit 
model VM-RF86A(R). 





Part No. EW10943 Part No. 5856293 




VM-BPL13 




VM-ACE5A 



CR2025 



WARNING: kv; 

this battery awav : 
from children, ff 
swallowed, con- 1 
suit a physician! 
immediately fori 
emergency ' treat- 1 
merit. | 



© 




Part No. EW1 1951 



Part No.TS14621 



© 



Part No.HLl 1045 



VM-E555LA/VM-H755LA/VM-H855LA/VM-H955LA 



E9 



Idontifyincj Controls **• « 




1 . Lens Door 

The door will automatically open when the CAM/ 
OFF /VIDEO switch is set to "CAM". Setting the 
switch to "OFF" will close the door. 

2. Infrared Receiver 

The area where infrared signals from the wireless 
remote are received. Aim the remote control to this 
area for best results. 

3. Record indicator 

This indicator flashes when the camcorder is 
recording. 

4. Active Light Switch (for VM- 
H855LA/VM-H955LA) 

When this switch is set to AUTO, the active light 
turns on or off automatically according to the 
brightness of the object. When switch is set to ON, 
the active light turns on. Set the switch to OFF to 
turn the light off manually. ("Using the Active 
Light", p64) 

5. Microphone 

Sensitive to sounds coming from the direction in 
which the camera is pointed. 

6. Active Light (for VM-H855LA/ 
VM-H955LA) 

When the CAM /OFF /VIDEO switch is in the 
CAM position, the active light is turned on and off 
automatically or manually depending on the posi- 
tion of the Light switch. Turn the active light off 
after use. ("Using the Active Light", p64) 

Note: The active light will not turn on when the 
CAM/OFF/VIDEO switch is set to VIDEO. 



Note: If there is no cassette In the camcorder, 
or if a recording prevented cassette is inserted 
with the active light switch set to AUTO, the light 
will automatically go out after 5 minutes, 

7. CAM/OFF/ VIDEO Power Switch 

This switch turns the camcorder on and off. Set the 
switch to CAM for camera recording, and to 
VIDEO for playback. Hold down the small red 
button as you slide the switch to CAM or VIDEO. 
You do not need to hold down the red button to 
slide the switch to OFF. 

8. F.FWD Button 

Use this button to fast forward tapes or for visual 
search. During visual search the camcorder fast 
forwards at approximately 9 times normal play- 
back speed. During fast forward, press and hold 
this button to visually scan the tape forward at 19 
times the normal playback speed. ("Using 
Forward and Reverse Search", p33) Also use this 
button to set date and time and create a title 
("Creating and Recording a Title", p52). 

9. PLAY Button 

Use to play back recorded tapes and create a title. 
("Creating and Recording a Title", p52) 

10. REW/REVIEW Button 

Use this button to fast rewind tapes or for visual 
search. During visual search the camcorder 
rewinds at approximately 7 times normal playback 
speed. During rewind, press and hold this button 
to visually scan the tape backwards at 17 times the 
normal playback speed. ("Using Forward and 
Reverse Search", p33) Also use this button to set 
date and time and create a title ("Creating and 
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Recording a Title", p52). Furthermore, use this 
button to review the last few seconds of the tape 
you are recording. 

11, STOP Button 

Use this button to stop playback, fast forward, or 
reverse. Also use this button to set date and time 
and create a title. ("Creating and Recording a 
Title", p52). 

12, BATTERY Release Lever 

Releases the battery attached to camcorder. 

13, Charge indicator 

When the battery is being charged, this indicator 
will flash or light to show the charged level as a ref- 
erence ("Charging the Battery", p'16). 

14, Electronic Viewfinder 

15, Diopter Control 

To use the electronic viewfinder, pull the eye cup 
ail the way, and then turn this control for your opti- 
mum focus adjustment ("Eyepiece Adjustment", 
p22). 

16, PROGRAM AE Dial (only for VM- 
H955LA) 

Use this dial to select the exposure that suits the 
subject condition. Turn the dial to select the desired 
recording mode: you can record scenes with the 
exposure according to the mode ("Using the PRO- 
GRAM AE Dial", p44). 

During playback, this dial can also be used to 
adjust the finer details of playback pictures. (See 
page 45 for details.) 



1 7. Power Supply Attachment 
Section 

Attach the battery here ("Charging the Battery", 
pi 6). 

18. AUDIO/ VIDEO Output Jacks 
(Behind the Jack cover) 

Use this jack to connect the camcorder to a VCR or 
television ("Playing Back Your Recording", p34, 
36, "Dubbing from the camcorder to a VCR", p56). 
* Connect the yellow plug of the audio/video 
cable to the yellow jack (VIDEO OUT) and the 
white plug to the white jack (AUDIO OUT). 

19. DC IN Jack 

Plug in the AC adaptor here to charge a battery or 
power the camcorder from AC outlet. In addition, 
connect the optional car battery cord to this jack, In 
which case, you will need a DC cord (optional). 

20. Shoulder Strap Slots 

Attach the shoulder strap here. 

21. OPEN Button 

Push this button to open the LCD monitor. 

22. Bright Control Buttons 

Use this to adjust the brightness of the LCD moni- 
tor screen ("Adjusting the Brightness of the LCD 
Screen", p21). 

23. LCD Monitor 

You can view the pictures as they are being re- 
corded and play them back Immediately after 
recording on the LCD screen ("LCD Monitor", 
p21). 
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24. Cassette Holder 

A power source must be connected to the cam- 
corder before a cassette can be inserted or 
removed, 

25. EJECT Button 

Press this button to open the cassette holder. A 
power source must be connected before cassettes 
can be inserted or removed though the CAM/ 
OFF/ VIDEO switch may be set to OFF ("Inserting 
and. Removing Cassettes", p20). 

Note: The EJECT button is inoperable unless the 

LCD -noni+or Is ^onple+cly open 

26 Speaker 

You can listen, to the recorded, sound. 

Note f Jo so r a is heoto / he M e l ^ mc ~> \ oi 
is ciosea. 

27. FOCUS/VOL. (volume) Control 
Buttons 

Whei 'he C VI' OF1- \ IDEO sv. itch is ~et to 
C \i\ ; the~«t buttons will be "ht foeus contiol but 
tons Fitss l hem simultam oi sl\ to st led manual 
or automatic tocusmg lu control rocus manualh 
( L\mg Manual Focus p3G) pres- me Aoi f 
button iO bung the subiect into tocus When man 
ual rocu^ has been engaged FOCUS' will appeal 
m tht ■< lev, tinder oi on the LCD monitoi 
Y\hen \cu aie \ievung playback pictuies on the 
LCD ir.or to 1 with the CAN 1 OFF A IDEO switch 
>-et to \TDEO fhese buttons can be used to control 
the volume ot the built-in speaker ("Playback", 
p32). 



28. DATE/ DISK Button 

When the CAM/OFF/VIDEO switch is set to 
CAM, this button can be used as the DATE or DIS- 
PLAY button: set the date and time, and select the 
date display you want to record ("Setting the Date 
and Time", p26 and ''Date Recording", p43). 
In the VIDEO mode, the DATE/DISP. button is 
used as the DISPLAY button ("Display in 
Viewfinder or on LCD Monitor", p24). 

Note: Be sure to insert the clock battery before 
setting the date and time or creating a title. 

29. EFFECTS Button 

L^e thi^ button to digital 1 y pioce c s the image you 
ait going to lecoid oi the pla\batk nnag Duimg 
itco T dmg \ou tan -.elect among modes l^x c >, 
ne^-itivi posit \t, MOO digital 'oom ndi minoi, 
mo aic ci <at ("Digital Effects Recording p46) 
During pla\baJv, >ou can select wion G thut 
mode'; HixQ art or sepia (' \ ideo Effect- m 
1 las back Mode ,p39) 

30. FADE Button 

The FADE button ieatuie c m\ mode-*, white fade 
wipe lade, mosaic fade, ait fade, zoom *ade and 
black and-white fade ( Using Digital Fade," p48) 

31. EIS (Electronic Image Stabilizer) 
Button 

EIS collects slight shaking ot an imagt { Using tut 
Electionic Image Stabilizer, p50) 
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32, PAL60 Button (MultS Playback) 

Use this button when connecting the camcorder to 
a PAL TV which handles PAL60 mode signal and 
has vertical sync adjustment circuitry for 60Hz, 
Notes; 

• Make sure "PAL60" is not displayed when 
connecting the camcorder to an NTSC TV 
for playback., or monitoring the playback 
picture on the camcorder's LCD monitor, If 
"PAL60" is displayed in the above cases, no 
color will appear in the picture, 

• The PAL60 button is effective during play- 
back only, 

• See TV instruction manual for details about 
setting of PAL60 mode, 

• Depending on the state of the tape re- 
coraed, the PAL60 button may not operate 
normally, 

» rape recorded on PAL system cannol be 

played back 
« The PAL60 mode will be released when the 

camcorder is turned off. 

33. Audio/ Video Output Jack 
(Behind the jack cover) 

For VM-E555LA: Use this jack to connect the cam- 
corder to a television ("Connecting to a Television 
without Audio In and Video In Jacks", p38). 
for VM-H755LA VM-H855LA VM-H955LA: L\e 

this jack to connect the camcorder to a VCR or tele- 
vision ("Playing Back Your Recording on Your 
TV", p34> 36, 38, "Dubbing from the Camcorder to 
aVCR",p56). 



34. Start/Stop Button 

When the CAM /OFF /VIDEO switch is in CAM 
press this button to start recording. When pressed 
a second time the camera pauses. 
During playback use this button to stop the tape 
temporarily. Pressing a second time resumes nor- 
mal playback. 

35. Hand Strap 

Refer to page 23. 

36. Clock Battery Compartment 

Pull the battery holder and install the clock battery 
(provided). (See "Loading Clock and Remote 
Control Batteries" on page 15.) 

37. Power Zoom Control 

Use this to zoom automatically ("Using the Power 
Zoom", p30) 

38. INST. ZOOM (Instant Zoom) 
Button 

Use this button to magnify the image being re- 
corded 1,5 times. 

39. Tripod Mounting Threaded 
Socket 

Use this threaded socket to mount the camcorder 

to a tripod. 



VM-E555LA/VM-H755LA/VM-H855LA/VM-H955LA 
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40. Recorder's Remote Control 

The shaded buttons on the remote control have the 
same functions as the corresponding buttons on 
the camcorder. 

41 . TITLE ON/OFF Button (only on 
the remote control) 

Use this button to create and record titles for your 
tapes ("Creating and Recording a Title", p52). 

42. A/V DUB Button (only on the 
remote control) 

Use this button to record new audio and video 
over existing audio and video. 

43. DISPLAY Button 

Use this button to select the viewfinder or LCD 
monitor and TV display ("Display in Viewfinder or 
on LCD Monitor", p24). This button can be used 
instead of the DATE /DEP. button on the cam- 
corder in the VIDEO mode. 

44. COUNTER RESET Button (only on 
the remote control) 

Use this button to reset the linear time counter to 
"0:00:00". 
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Loading Clock and Remote Control Batteries 



• Clock Battery 

Install the battery to prevent misplacing it, 

\ Pull out the battery holder using such as coins. 



Battery Holder 




2 Insert the battery with the "+" terminal facing 
up. 



© " Marking 



^ Fully insert the battery holder into the cam- 
corder. 





WARNING: KEEP THE BATTERY AWAY 
FROM CHILDREN AND PETS. 

IF SWALLOWED 
CONSULT A PHYSICIAN IMMEDIATELY 
FOR EMERGENCY TREATMENT. 

Note: Replace tne battery wrm 3V micro iith'um 
ce'is such as Maxe-! CR2025 or its equivalent 
Note: DiSDOse of battery safely ,n accordance 

wv\ ocai'aws Do not aispose of in fire 
Do not short circuit me batter / 
Do nc r ta<e apa' + me batter/ 
Do ^ot had *ne ba^e / //.to me metallic 



Note- 
Note 
Note. 

*weeze r s 
Note. Dor 
Note, fee 

place, 



recrarge tne oa+tery 

**~e oakery ^ a aa r k coc, 



Remote Control Batteries 

The remote control requires two "AA " batteries, 
2 Slide the cover in the direction of the arrow to 



remove it. 



O Install batteries. 

Be careful to install with correct polarity. 



,.J~T 



e e 



e 




3 Re-attach the cover to the remote control 

Cautions on the batteries 

* Do no + u^e me ofd ana new oafter.es a + the same 
Time. 

• Do not m,/ nattenes of different ypes 

- Do not shor+ take apa- + or atspose of ta T+ e r .ei, by 
mro.y rg mem :n*o a tire 

-V-er 'iquid leaks ,v oe it o f f ccmp'e e.y ana then 
insert new catteries. 
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Charging the Battery 



me first step is to set the battery for charging. To charge the battery, attach if to the camcorder, and 
connect the VM-ACE5A AC adaptor. Charge the battery at a temperature range of50°F (W°C) - 86' F 
(30°C) to prevent damage to the battery. 

Note: This camcorder operates with a lithium ion battery such as VM-BPLi 3/VM-BPL27/VM-BPL30/ 
VM-BPL60. 

Note; He cannot be responsible for any malfunctions of the camcorder which occur when you use bat- 
tery packs other than those specified. 



CHARGE Indicator 




To AC Outlet 




To DC IN Jack 



Charge the battery on a fiat surface this is free of 
vibration. 

1 Make sure the CAM/OFF/VCR switch is set to 
OFF position. 




2 Attach the battery pack to the camcorder. 

* Align the bottom of the battery with mark ► 
on the camcorder so that the battery fits into 
the grooves. Then slide the battery down- 
ward, as illustrated. 




Mark^ 

Note: Always attach a battery only by the pro- 
cedure described here. Attaching a battery 
forcibly could damage if. 

3 plu g tIie AC adaptor power cord into an AC 
outlet. 

Make sure that the wide blade fits into the wide 
slot. If it doesn't fit, try reversing it. If the 
blades still do not fit fully into the outlet, either 
contact an electrician to replace your obsolete 
outlet, or use a polarized cord or outlet access- 
ory. 

4 Connect the AC adaptor DC plug to the DC IN 
jack of the camcorder. 
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Charging will start within five seconds. During 
charging, the CHARGE indicator of the cam- 
corder will flash or light to give you a reference 
of the charged level. 

Note: tf the CHARGE indicator flashes once 
every two seconds, the battery could be 
defective. 

Note; The CHARGE indicator will not light at all 

when the AC adaptor is defective. 
Note: You can use the battery before It is com- 
pletely charged. 

Note; When charging is complete, the 
CHARGE indicator on the camcorder wii! light. 
IF the fully charged battery Is removed and 
then reattached, the camcorder will again 
enter the chdrge mode, and the CHARGE indi- 
cator will flash. If will tdke a few minutes for the 
camcorder to enter the charge complete 
status, 

Note: Charging at low temperatures will 

decrease charge capacity. 
£j After charging is complete, disconnect the AC 

adaptor DC plug from the camcorder. 
6 Disconnect the AC plug from the AC outlet. 

"7 Detach the battery from the camcorder. 

Note: Always remove the battery from the 
camcorder after use. 

Note: Charging is not done when the CAM/ 

OFF/VIDEO switch of the camcorder Is set to 

CAM or VIDEO. However, if recording pause 

continues for more than. 5 minutes in the CAM 

mode, the camcorder will automatically turn 

off, after which charging will start, 

Note: If the DC plug is disconnected when the 

battery is attached and the CAM/OFF/VIDEO 

switch is set to CAM or VIDEO, the camcorder 

will turn off once, but then automatically turn 

on again. Note that the battery will discharge 

if the camcorder is left as is. _ .,_ . „ 
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• Removing the Battery Pack 

Slide the BATTERY release lever in the direction of 
the arrow and hold it; then slide the battery to the 
upper side and remove, 




• Reference of Charged Level 

You can know the approximate charge level of bat- 
tery by observing how the CHARGE indicator of 
camcorder flashes or lights; 



Charge level 


CHARGE indicator 


0-50% charge 


Flashes once at approx. one- 
second intervals. 


50-75% charge 


Flashes twice at approx. one- 
second intervals. 


More than 
75% charge 


Flashes three times at approx. 
one-second intervals. 


Full charge 


Steady light 



• Charging Time 



Battery 
Charging^\^ 


VM- 

BPL13 


VM- 
BPL27 


VM- 

BPL30 


VM- 

BPL60 


Full charge 


170 min. 


300 min. 


330 mm. 


590 min. 


75% charge 


100 min. 


190 min. 


210 min. 


410 min. 



• Operating Time 

The camcorder operating time depends on how 
often you turn power on/ off and use start/ stop 
and zoom. 

Continuous Recording 

EVF: when using the viewfinder 
LCD; when using the LCD monitor 



Battery j VM- 
Camcorder\^ j BPL13 


VM- 

BPL27 


VM-~* T ""VM- 
BPL30 BPL60 


VM- | EVF ! 161 mm 


o30min 


370 mm 1 760 mm 


E555LA LCD _ , 


260 mm 


mm i 630 mm 


VM- | EVF 


J60mm 1 33i! mm 


— 1 — ■ 

3"0mm j 760 mm 


H755LA ! LCD 


Dimm 1 250 mn 
1 _ — 


280 mm 


580 m n 


VM- 1 EVF 


150 mm 32ft mm 


350 mm 


73! 1 am 


H855LA LCD 


10 pw 240 mm j 2 c "mtn 


520 mm 


VM- ! EVF ' 140 Fm , 30nrp n 


320 mm 


720 mm 


H955LA j LCD | ii0m]p j 23, )n n 


2 tO m n 


5 1 0mm 
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Typical Recording 

EVF: when using the viewfinder 
LCD: when using the LCD monitor 



Battery 


VM- 


VM- 


VM- 


VM- 


Camcorder 




BPL'13 


BPL27 


BPL30 


BPL60 




EVF 


90 min. 


190 min. 


200 min. 


420 min. 


CCCCI A 


LCD 


70 min. 


150 min. 


170 min. 


380 min. 




EVF 


90 min. 


190 min. 


200 min. 


420 min. 


H755LA 


LCD 


70 min, 


140 min. 


160 min. 


330 min. 


VM- 


EVF 


80 min. 


180 min. 


190 min. 


410 min. 


H855LA 


LCD 


SO min. 


130 min. 


140 min. 


290 min. 


VM- 


EVF 


70 min. 


160 min. 


180 min. 


400 min. 


H955LA 


LCD 


60 min. 


120 min. 


130 min. 


280 min. 



Notes on the Battery 

• It is recommended that the battery always be left 
in the discharged state when not in use, ond 
charged before you use it. 

• Avoid storing a fully charged battery, and do not 
store it in a place where the temperature is high: 
this will damage the battery, 

• Do not operate the battery at temperature below 
14°F (-10°C) or above 1 13°F (45 0 C), At extremely 
low temperatures operation time decreases, while 
at high temperature the battery may be dam- 
aged, 

• Do not attach a hot battery to the camcorder. 
Allow it to cool. 



THERE ARE NO USER-SERViCEABLE PARTS 
INSIDE THE BATTERY 
OR AC ADAPTOR. 

THROWING THE BATTERY INTO FIRE 
OR EXPOSING IT TO EXCESSIVE HEAT 
(ABOVE 140°F [60°C]) 
MAY CAUSE INJURY. 

SHORTING THE BATTERY'S TERMINAL 
INCREASES RISK OF FIRE OR 

ELECTRICAL SHOCK, 
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Checking the Battery's Charge 

A battery charge Indicator is "located on the 
upper right corner of the view finder or LCD moni- 
tor. One of six symbols displays when the battery 
is used. 

Note: The battery charge indicator does not 
appear when the camcorder is powered by 
the AC adaptor. 




Full 



Low 



I his flashing symbol mdi 
cates a battery nearly out of 
power Use an alternative 
powei source 01 charge the 
battery before continuing to 
use the camcorder. 



Knowing Remaining Battery Power Tim 

If you use the VM-BPL30 lithium-ion battery 
(optional) to power the camcorder, you can find- 
ing out how much camcorder operating time 
remains, with the battery. 

The VM-BPL30 measures the battery consumption, 
calculates the remaining battery time, and displays 
it (in minutes) in the viewfinder or on the LCD 

monitor. Since the camcorder power consumption 
varies according to how frequently autofocusing or 
zooming is used, the displayed time may decrease 
or increase several minutes at a time, or may not 
change for some time. 

Note: The remaining battery time will appear 
10-15 seconds after the CAM/OFF/VIDEO 
switch is set to CAM; it will not appear in the 
VIDEO position, 

Note: When the remaining time decreases to 5 
minutes or less, the time display will disappear, 
We recommend that you replace the battery 
earlier, 

Note: If you connect the VM-BPL30 battery with 
the remaining battery time of 5 minutes or less, 
the time will not be displayed. 
Note: If the correct remaining time does not 
appear, use up the battery attached to the 
camcorder, and then fully charge it, 
Note: If you repeat charging and discharging 
the battery before using if up, the correct 
remaining time may not be displayed, 
Note: If the battery is used at law temperatures, 
the actual operating time with battery will be 
substantially different from the displayed time, 
and the correct time may not appear. 
Note: If the battery which has been used at 
low temperature is subsequently used at nor- 
ma! temperature, dispiay of remaining battery 
time will be incorrect, For display of correct 
remaining time, fully charge the battery, 



e 




Note: The remaining battery time will not 
appear when you are recording an image of 
yourself, or the LCD monitor is put back to cam- 
corder with its screen facing to the side, 
Note: If you eject and reinsert cassette after 
the battery is discharged, power will shut off 
midway and the camcorder will stop. When 
the battery is discharged, immediately remove 
it from, the camcorder and charge it again. 
Note: When the VM-BPL30 battery is used, the 
battery charge indicator " CZ3 " may not 
match the remaining battery time dispiay (in 
minutes). In this case, refer to the remaining 
time display when using the camcorder. 

To display the correct remaining battery 
time on camcorder 

• Fully charge the battery before use. 

• Turn the camcorder on and leave it pointing at a 
still subject for about 30 seconds. Do not move 
the camcorder during this time. 

• If dispiay does not change some time, open and 
close the LCD monitor while you are using the 
camcorder. 
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Camcorder Power Sources 



You can use the charged battery pack, AC adaptor (provided) or car battery cord (optional) to power 
the camcorder, A fter use, be sure to remove the power supply, 

Using Battery Pack 

Attach the charged battery pack to the cam- 
corder. (See pages 16 and 17 for attachment and 
charging of battery pack.) 




Using the AC Adaptor 

Please ensure that the CAM/OFF/VIDEO switch is m the OFF position whenever attaching or detaching 
any power supply (ie. battery, AC adaptor, etc), 

To AC Outlet 




To DC IN Jack 



Plug the AC adaptor power cord into an AC 
outlet. Make sua that the wide blade fits into 
the wide slot. If it doesn t fit try reversing it. If 
you still cannot make fit the blades fully into the 
outlet either contact an electrician to replace 
yom obsolete outlet, 01 use a polarized cord or 
outlet accessory. 

Connect the DC plug of the AC adaptor to the 
DC IN jack of the camcorder. 



Note: The AC adaptor can be used around the 
world. An AC plug adaptor is required in some 
foreign countries, if you need one purchase it 
at your Hitachi distributor, 



AC Flag Adaptor 
(not supplied) 



AC 200 - 240V 



Using a Car Battery ^=s=^=^^s=^^=^= 

The camcordei can be powered with a car battery by using an optional car battery cord (Hitachi VM- 
CC80A) to olug the camcorder info tne car's cigarette lighter socket. Please ensure thai the 
CAM/OFF/vlDEO switch is in the OFF position whenever attaching or detaching any power supply (ie. 
battery, AC adaptor, etc.), 



L r Battel \ Cord 





T DC IN J k 

*J Plug the car battery cord into the car's cigarette 
lighter socket. 

^ C^ni ll i c l id "fb 1)^ cr ^ K r. t mi) tr t ie 
DC IN jack of the camcorder. Connect the other 
end of the DC cord to the DC OUTPUT of the 

VM-E555LA/VM-H755LA/VM-H855LA/VM-H955LA 



To cigarette lighter 
socket 
car battery cord. 

Note: Only use the car battery cord 'with cars 
having 1 2/24 volts negative ground system, 
Mote: You cannot use the car battery cord to 
charge a battery. 



Inserting and Removing Cassettes 



A power source must be connected before inserting or removing cassettes, Once connected, cas- 
settes can be inserted or removed whether the CAM/OFF/VIDEO switch is on or off. 



• inserting a Cassette 

*| Press the OPEN button to open the LCD moni- 
tor ("Opening the t CD Monitor", p21j. 

2 Press the EJECT button. " ^ EJECT" will 
appear on the LCD monitor, and the cassette 
door will open automatically. 
Caution: Dc not touch the cassette dooi wher 
a cassette is being loaaed or unloaded, if vcik 
>mger is caught r.y the meta 1 section of holder, 
it couid be cut, 

Note; Cassette cannot oe inserted or ejected 
unless the LCD monitoi is open. Open the 
monitoi jntu it is at ngnt angles to the cam- 
cordei 




Place the cassette in the cassette holder so that 
the transparent window faces away from the 
body of the camcorder and the sprockets 
toward the body of the camcorder. 



Cassette Holder 




^ Push the cassette door, which i« embossed 
PUSH, until it "clicks" into place The cam- 
corder automatically closes. 
Note: The camcorder wilt automatically close 
the top of the cassette co^pa^ment Do not 
press the door down, or you may damage your 
camcorder, 




Note: If "TAPE" flashes in the vtewfinder or on 
the LCD monitor, remove the cassette and 
check that the tape is not damaged, is not 
slack or no dust adheres to it, etc, After making 
sure that there is no abnormality, reinsert the 
cassette, if "TAPE" reappears, see "Trouble- 
shooting" on page 67. 

Note: If the tape is near the winding end, it may 
fake longer to ioad it. 

• Removing a Cassette 

Press the EJECT button. " [c?5] EJECT" will appeal 
on the LCD monitoi, and the cassette door will 
open automatically. Remove the cassette. 

• Protecting Recorded Material 

Protect 8mm cassettes from accidental erasure by 
sliding the tab on the side of the cassette toward the 
opposite side until the tab is completely visible. 
Slide the tab in the opposite direction, until the tab 
disappears, to record on the cassette again. 



j To prevent recording 


To re-record 






v. y lab 
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LCD Monitor 



When using the LCD monitor during recording and playback, you can adjust the brightness of its screen 
and the angle of the monitor, 



• Opening the LCD Monitor 

Press the OPEN button to open the LCD moni- 
tor, 

Note: Opening or closing the LCD monitor 
switches the picture to appear on the LCD 
monitor or in the viewfinder. 



Viewed from Side 




• Adjusting the Brightness of fhe LCD 
Screen 

Note t er wt f- r ine ^rture 01 tneLO^mom 
r o <• aojusted the recorded vcieo wii pdi 
cnange. 

*| LoidthtbatLn ('Camcoidu Powei Soutce< 

pl9.) 

the red button 
on the CAfvDO^ 1 
V1DFO witch as 
vou sliue it to CAM 
oi\IDFO 



CAM/OFF/VIDEO Switch 
Ust thr biigntnes control buttons to adjust the 
brightness ot the i CD ->t revn "When either out 
ton i- ptesbtd the bngbtnes 1 control display 
will appear on the LC r ) men tor tor about 5 ec 
onds I ttss A to increase b ightness ni y to 
dtciPcist it Alter 5 second 4 - the adjustment dis 
(.Ln tvill auton atically disapptai 





Butrht ConUcl Buttons 



I Range in which the LCD Monitor 
can be moved 

Viewed from Top 
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LCD Screen 



If the LCD momtoi is turned 90° so that it facts 
the same direction as the lens when the eameia 
signal is being recorded during lecordmg, 
ee ordmg pause, instant teview, editing A V 
dubbmg or A/V dubbing pause, the image on 
the momtoi screen will become a minor imrge, 
and the vicwfmder will turn on The on- < teen 
display on the LCD monitor will also be as if 
reflected on a mirror. 

If the I CD monitor is closed with the screen 
facing to the side the minot image will Change 
to a noimal image when the LCD monitor has 
I een closed about 45°, also, the \iewfmde' vail 
turn off, 

'cautions on LCD Monitor Screen 

Do not touch the 1 CD "titer with yom ringers 
tht xieen eould get dittv and the pictuie will 
net be seen Ctarh II the LCD sueen bet omes 
tin h use a sotf e loth to w ipe oft the d irt 
If the camcordei is used m a cold p]~ct and 
becomes too told, the LCD set een will be dim 
1( i a while after tht power i-> turned or> When 
the tempeiature in ide the eamcoidti risp S/ the 
bnghtress of the pittiue will become normal 
Do not nold by the I CD monitor a^ mi c tr uhl 
cause a malfunction. 

{'pen the L CD monitor b\ 40 beto e ch nging 
its direction It you \\ tie to attempt to m\ trt its 

Ji tctmn before < pemrg it tomplettl / it eouhl 
lei'St a malfunction 

iht I CD monitor c inno 1 be tic ed il it i tilted 
C'c«e tht I CD monitor ifter making 'me it is 
parallel T \ ith the t ame ordti It vou w eu hi dose 
the monitor while if- tacts the same direction as 
the lens or t is diagmil it ce uld damage the 
LCD monitor. 

Do not d sassemolt tht tCD momte r cs this 
might cause a malfunction 
A r he i opening the LCD mrnito r be aiefai mat 
nr water droplets adhere the mjnttor streen 
and that no watei oi dust enters the camtorde^ 
tnrou 5 h tht gap ,s it could caust 4 malfunthon. 
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The camcorder automatically brightens the backlight of the LCD monitor when you are recording a bright 
subject outdoors, so that the LCD screen is easy to see. 

Note: 'When you record a bright subject outdoors, The carncordei operating time will be iess than wnen 

recoraing indoors, 

Note: Even if you record outdoors, the LCD monitor backlight may not brighten, if you are aiming at a 
dark subject. 

Note: While the battery charge indicator 11 mm " is flashing, the Active Screen function will not operate. 



Adjusting the Electronic Viewfinder 



The electronic viewfinder adjusts simply by piv- 
oting it to a position where it is comfoi table and 
easy to see through, Place the viewfinder back in 
its original position before storing the camcorder in 
its case or carrying the camera recorder around to 
avoid damaging the viewfinder or camcorder. 
To replace the viewfinder, retract the eye cup stem 
or turn over the eye cup. 




CAUTION: 






Do not hoid the unit by the electronic viewfinder 


when carrying as this could cause a malfunction, 














I 



















Retract the eye cup stem,. Turn over the eye cup. 



Eyepiece Adjustment 

To use the electronic viewfinder, grasp the knobs 
on both sides of the eye cup stem and pull the eye 
cup all the way, then turn the diopter control for 
your optimum focus adjustment. 
Since the eye cup has already been pulled out at the 
factory, in present condition, only adjustment of 
the diopter control is necessary. 

Note: Be sure to pull out the eye cup all the 
way so that you can see the subject in the 
viewfinder clearly. 

Note: Hold the knobs on both sides of the eye 
cup stem to pull out the eye cup. 
Note: The eye cup stem can be retracted 
when the camcorder is being carried, 



Diopter Control 

Eye Cup 
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Adjustment the Hand Strap 

Adjust the hand strap to best fit your hand. 

Note: After adjustment close the hand strap's 
pad securely. 



Close 
the pad 




Attaching the Shoulder Strap 



Thread the ends of the provided shoulder strap through the slots at the back of the camcorder and thread 
through the shoulder straps' buckles. 

Note: Make sure that the straps are securely fastened before using the shoulder strap to carry the 

camcorder. 




Shoulder Strap 



VM-E555LA/VM-H755LA/VM-H855LA/VM-H955LA 
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The tape remaining display shows the remaining tape that can be used for recording and playback, 
using seven dashes, This feature is handy when recording since it lets you know how long you can 
record on the loaded tape, 

Insert a cassette into the camcorder and start recording or playback; 10 seconds later, the remaining tape 

will be displayed. When the cassette is ejected, the display will disappear. " £35| "is displayed 

for 10 seconds after the tape starts to run. 

Note: The tape remaining display appears 1 0 seconds after the tape starts to run. 

Note: When the remaining tape time becomes less than about three minutes, "TAPE END" flashes In the 

viewfinder or on the LCD monitor. 



AE:120 




Using the Linear Time Counte 

The linear time counter displays the tape run in 
hours, minutes, and seconds, helping you to keep 
track of how long you've been filming or time you 
have left to film before running out of tape. 

Turn the camcorder on to display the linear time 
counter. The linear time counter keeps track from 
when you load a cassette into the camcorder and 
clears to "0:00:00" when the cassette is ejected. 



Second 
Minute 
Hour! 

, I i ^ N 

AE:120 IMmcrzzi 



Display in Viewfinder or on LCD Monitor — — - ~ 

When you are using the camcorder, the selected functions and time counter will appear in the 
viewfinder or on the LCD monitor. If the characters and Icons displayed during recording and playback 
bother you, press the DA TE/DISP, button on the camcorder to erase them, 



REC 




L 



Even if the shutter speed (AE:250, etc.), 
"ZOOM", image stabilizer icon, etc. are being 
displayed, only the title and date /time will be 
recorded on tape. 



If the time counter, etc. is displayed during 
playback, it will also appear on the connected 
TV screen. If the tape is dubbed as is, the 
counter will also be recorded with dubbed 
image: Switch off the display to avoid this. 
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Switching the Display 

CAM mode: Press the DATE/DISP. button on the camcorder to switch the display. 



Date/Time 
Recording Mode 



Auto Date 
Recording Mode 



Auto Title 
Recording Mode 



• II 



#11 



• II 



No Display- 



Date Recording 
Mode 



Note: When the date and time appear on the LCD monitor, you cannot erase them by pressing the DIS- 
PLAY button on the remote control, If you want to erase the on-screen display, press the DATE/DISP, but- 
ton on the camcorder, 

Note: In the CAM mode, you can turn the time counter memory on or off by pressing the DISPLAY but- 
ton on the remote control ("Using Memory", p51). When the camcorder is connected to a TV, you can 
turn the on-screen display on or off by pressing the DISPLAY button on the remote control, 

VIDEO mode: Press the DATE/DISP. button on the camcorder or DISPLAY button on the remote con- 
trol to switch the display. 

Power on 




When a recorded tape is in the camcorder dur- 
ing the VIDEO mode, "SEARCH" appears in 
the viewfinder or on the LCD monitor, (See 
"Date Search" on page 51.) 
See "Using Memory" on page 51. 



No display 



Note: The linear time counter with the memory 
feature and "SEARCH" in the viewfinder or on 

the LCD monitor can also be displayed on the 
connected television, 

Note: If the LCD monitor is opened or closed 
(the picture is switched) during playback, the 
on-screen display in the picture will disappear 
for about one second, and then reappear 
again, 
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Setting the Date and Time 



Take the time to set the date and time now. The date and time can be recorded on your tapes to act 
as a handy reference when viewing them later, Use the following procedure to set up the display for 
the current date and time. 

Note: Be sure to insert the clock battery before setting the date and time. Although the date and time 
can be set without the clock battery inserted, they will disappear when the battery providing power to 
the camcorder is removed, 

Note: if you leave the powered camcorder for 1 0 minutes without a cassette inserted when the date has 
not been set or the clock battery is dead, the camcorder demonstration made will start. To cancel the 
demonstration mode, disconnect power from camcorder and reconnect it, or insert a cassette. 

Make sure that the current time is displayed correctly before you start filming. 

F.FWD Button 
REW/REVIEW 

Button 

STOP Button 




"1 Load the battery. ("Camcorder Power Sources", 
pi 9.) 

2 Press the red button on the CAM /OFF /VIDEO 
switch as you slide it to CAM. 

3 Press the DATE/DISP. but- 
ton and look into the 
viewfinder or LCD monitor. 
The date and time should 
appear in the lower right 
with the "1" flashing. 

/J_ Pressing the F.FWD button 
gives you higher numbers 
while the REW/REVIEW 
button gives you lower 
numbers. Select the right 
month and press STOP but- 
ton. Use the F.FWD, REW/REVIEW and STOP 
buttons to select the proper day, year, hour, 
minute, and AM or PM. 

C After setting the AM/PM, 
press the DATE/DISP. but- 
ton. The display changes 
and the internal clock starts. 
Note: After the date and 
time are set, " © AUTO" 



appears and the camcorder enters the auto- 
matic date recording mode. See "Date 
Recording" on page 43. 




Start/Stop Button 



Correcting the Date and Time 

^ Press the DATE/DISP. button while pressing 
the STOP button. The flashing cursor appears at 
the month. 

2 Move to where you need to make the correction 
with the STOP button and use the F.FWD and 
REW/REVIEW to correct. 

^ Press the DATE/DISP. button to set the cor- 
rected date and time. 
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Basic Techniques 

The batteries are in place and charged, the date and time are set 
and you are familiar with the controls its time to make a recording, 
Basic recording is easy and simple. Hooking up the camcorder to 
your TV Is not complicated but give yourself plenty of time to ensure 
connections are correct, 

This section guides you through basic recording and playback. 
Practice the basic techniques of recording and playback on some- 
thing unimportant such as traffic or a short tour of your backyard, 
Once familiar with how the machine works you can move to the 
more sophisticated features with less stress, 

Let's get started! 
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Making a Basic Recording 

The Hitachi VM-E555LA/VM-H755LA/VM-H855LA/VM-H955LA uses PROGRAM AE auto exposure that 
aulomaficaiiy selects the optimum shutter speed (either 1/60, 1/120, 1/180, 1/250, 1/350, 1/500, 1/750, 
1/1000, 1/1 500, 1/2000, or 1/4000 of a second). The iris adjusts automatically in response to the shutter 
speed, 

Information for VM-H955LA: Use the AE dial to 
select the exposure that suits the subject condition, 
for details, see "Using the PROGRAM AE Dial" on 
page 44. 



Eye cup 



REC 




Diopter Control Start/Stop Button 

2 Connect the camcorder to a power source (See 
pages p!6 ~ p!9), 

2 Open the LCD monitor and insert a cassette 
("Inserting and Removing Cassettes", p20). 

if you want to view the picture being recorded 
on the LCD monitor, leave the monitor open. If 
you want to view the picture in the viewfinder, 
close the LCD monitor. 
Note; Pull out the eye cup all the way when 
using the viewfinder. 

3 Press the red button on the CAM / OFF / VIDEO 
switch as you slide it to CAM. The lens door 
will open automatically. 
"•II" appears in the 
viewfinder or on the LCD 
monitor and the camcorder 
is now ready to record. 




When you are ready to 
record press the Start/ 
Stop button. "REC" appears 
and the camcorder records 
the picture you see in the 
viewfinder or on the LCD 
monitor. 

To stop recording press the Start /Stop button 
and "REC" disappears from the viewfinder or 
LCD monitor replaced by "•11". This places 
the camcorder in standby. 
After recording, slide the CAM/OFF/ VIDEO 
switch to OFF position to turn off the cam- 
corder. 

Note: If the LCD monitor is opened or closed 
(the monitor picture is switched between the 
viewfinder and LCD monitor) during recording, 
the on-screen display will disappear for about 
one second, it is recommended that you do 
not switch the picture during recording as the 
date or title superimposed in the picture being 
recorded will disappear for about one second. 
Note: ft the LCD monitor Is opened or closed 
during recording, several white stripes may 
appear in the picture, but this does not indi- 
cate a fault. However, these stripes are record- 
ed with the picture, so it is recommended that 
you do not close or open the LCD monitor dur- 
ing recording. 

Note: "TAPE" flashes in the viewfinder or on the 

LCD monitor when the tab on the side of the 

cassette is completely visible. 

Note: "TAPE END" flashes in the viewfinder or 

on the LCD monitor when about 3 minutes or 

less remain of the tape cassette. 

Note: If the camcorder is left in record/ pause 

mode for more than 5 minutes, the camcorder 

turns off automatically. To restart it press the 

Start/Stop button and the camera returns to 

record/pause mode. 



Using Instant Review 



Use this feature to view the last few seconds of the tape you shot, 



i Set the camcorder to record /pause mode and 
tap the REW/ REVIEW button. The last few sec- 
onds of the tape play back in reverse and then in 
normal playback mode. 
Note: Sound is heard from the speaker during 
normal playback. 

^ The camera plays back to the spot where you 
paused and returns to record /pause mode 
(standby). Press the Start /Stop button to 
resume recording. 
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REW/REVIEW Button 




Start/Stop Button 
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Using Auto Focus 



The camcorder focuses the subject in the center of the viewfinder or LCD monitor automatically unless the 
manual focus is engaged. If ''FOCUS" appears in the viewfinder or on the LCD monitor, manual focus is 
engaged. Press the FOCIIS/VOL. control buttons simultaneously to return to auto focus. 





Good 



Not good 



The auto focus will not work under the following conditions and you must focus manually: 




Objects outside the center of 
the viewfinder or LCD moni- 
tor 




Objects with little difference 
in light reflection such as a 
white wall 






Objects at different distances 
in the center of the view 
finder or LCD monitor 



Brightly lit objects such as a 
neon light, objects lit by spot- 
light, etc. 



Objects behind water 
dappled or dusty glass 




Rapidly moving objects 



Dark objects 



Note: With the T zoom control you can use the 
auto focus with subjects that are 3,3 feef 
( 1 00 cm) away from the lens and further away 
to infinity With the W zoom control you can 
use the auto focus with subjects 3/8 inches 
(1 cm) away from the tens and furtner awa / to 
infinity. 
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Using Manual Focus 

•J Press the FOCUS/VOL. control buttons simul- 
taneously. "FOCUS" displays in the viewfinder 
or on the LCD monitor. You can adjust the 
focus manually. 

2 Use the power zoom T control to zoom up com- 
pletely to your subject. If you don't use the T 
control to zoom to the picture you want, the pic- 
ture may fall out of focus when actual recording 
starts. 

^ Press the FOCUS /VOL. control A (far) or ▼ 
(near) button until the subject is in focus. 
Use the power zoom. W control to zoom back to 
the picture you desire. 

Note: To return to auto focus press the FOCUS/ 
VOL. control buttons and the "FOCUS" disap- 
pears from the viewfinder or LCD monitor. 



Power Zoom C ontrol 




FOCUS/VOL. Control 
Buttons 



Using the Power Zoo^ 

The power zoom W control widens the picture, moving the 
subject farther away, while the power zoom T control brings 
the subject closer, narrowing the picture. If "ZOOM" appears 
at the left of the viewfinder or LCD monitor, the digital zoom 
function shown below has been engaged. 





The zoom speed varies depending on how the power zoom 
control lever is moved: the more the lever is moved, the 
higher than zoom speed will be. 

When the power zoom control is operated, the zoom position 
is displayed in the viewfinder or on the LCD monitor for 
about 5 seconds and then disappears. The zoom position is 
displayed in 10 steps. 



Power Zoom Control 




AE:120 0: 00:55 

■mti 



Zoom position. 



Using the Digital Zoom 

The digital zoom increases the magnification of 
the power zoom by 4.5 times. You must place the 
subject you wish to magnify at the center of the 
viewfinder or LCD monitor. 

Slide and hold the power zoom control to the "1" 
side until you find, the picture you want. You con- 
trol the zoom with the power zoom T and W con- 
trols. When "ZOOM" is not displayed in the 
viewfinder or on the LCD monitor, normal zoom 
functions resume. 

Note: This digital zoom has certain limitations 
and may degrade at extreme magnification 
and amplify camcorder's movement. 

E30 




HITACHI 



Using the INST, ZOOM (Instarr 

The instant zoom feature activates the digital 
zoom to magnify the subject 1,5 times regardless 
of zooming engaged by the power zoom land W 
controls, 

Press the INST. ZOOM button, "I. ZOOM" 
appears at the left of the viewfinder or LCD moni- 
tor and the picture is magnified 1.5 times. 

Note; To return to the original zoom position, 
press the INST. ZOOM button so that "I. ZOOM" 
disappears from the viewfinder or LCD monitor, 
Note: This instant zoom has certain limitations 
and may degrade at extreme magnification 
and amplify camcorder's movement. 



Zoom) Button 

INST.ZOOM Button 




Using Macro 

This function allows you to shoot subjects as close Power Zoom Control (W) 



as 3/8 inches (lcm). Press and hold the power 
zoom control W. The camera focuses on the subject 
automatically. Check your lighting as it tends to be 
insufficient when filming close up, 
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You can view recorded pictures on the LCD monitor immediately after recording. 

Note: Make sure that "PAL60" does not appear In the viewfinder or on the LCD monitor: If it is displayed, 
no color will appear in the played back picture ("Muiti Playback", p40), 

Information for VM-H955LA: Use the AE dial to adjust the finer details of playback pictures ("Usine 
PROGRAM AE Dial", p44). 

PLAY Button RBW/REVIEW Button 

F.FWD Button STOP Button 




J Open the LCD monitor, and then adjust the 
angle of the monitor ("Opening the LCD 
Monitor", p21). 

2 Hold down the red button on the CAM /OFF/ 
VIDEO switch while sliding the switch to 
VIDEO. 

3 Press the REW/ REVIEW button to rewind the 
tape. 

For fast forwarding the tape, press F.FWD. 

4 Press the PLAY button and play back the tape. 
To adjust the volume, press the FOCUS /VOL. 
control buttons. When either button is pressed, 
the volume adjustment display will appear on 
the LCD monitor for about 5 seconds. Press A to 
increase the volume, or press ▼ to decrease it. 
After 5 seconds, the adjustment display will 
automatically disappear. 





0:03:32 
SMCZZZJ 


r 

Lh 




VOL 






5 Press the STOP button when you have finished. 



FOCUS/VOL. Control Buttons 

Note: Decrease the sound volume of the cam- 
corder when you play back a recording by 
connecting the camcorder to your TV. If the 
volume of the camcorder is set to maximum, 
the played back picture may be distorted. 
Make sure that the volume is not set to maxi- 
mum during recording as it could distort the 
played back picture, 

Note: When the LCD monitor is fumed on and 
left as it is, the monitor becomes warm, but this 
does not indicate a fault. 
Note: When the CAM/OFF/VIDEO switch is set 
to CAM or VIDEO, the LCD monitor is turned on 
and off automatically when the LCD monitor is 
opened and closed. 

Note: It is recommended that you close the 
LCD monitor to save the battery power when 
playing back a picture on a TV without viewing 
if. 

Note: Only the playback sound is heard. The 
sound being recorded is not heard. 
Note: No sound is heard when the LCD monitor 
is closed. 



• To Play Back a Tape with the 
Viewfinder 

Close the LCD monitor, then press the PLAY but- 
ton to play back the tape. The picture appears in 
the viewfinder. 

Note: You cannot hear the playback sound 
when playing back your video with the 
viewfinder. 
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Using Stili ^i^^:::;;:™^,.::;::. 

To view a still picture during playback press the 
Start/Stop, Press the Start/Stop button again to 
resume playback, If you leave the camcorder in 
play /pause mode for more than 5 minutes the 
camcorder automatically stops the cassette to pre- 
vent damage to the tape. You can view a still pic- 
ture with less noise on the LCD monitor (Clear 
Still). 

Note; The still picture 

will have several noise 

bars in the viewfinder 

and on the TV, but this 

does not indicate a 

fault. 




Note: If you are freezing a picture with the 
LCD monitor closed, then you wili not be abie 
to view a stiii picture with iess noise when you 
open the monitor. 




Start/Stop Button 



Using Forward and Reverse Search 

When looking for a particular point in your videotape use the F.FWD button and REW /'REVIEW button 
to find the spot quickly. 



When the LCD monitor is closed: 

• Press the F.FWD button during playback to 
play the tape forward at approximately 9 times 
normal speed, Press the PLAY button to return 
to normal playback. 

• Press and hold the F.FWD button during fast 
forward to visually scan the tape at 19 times the 
normal playback speed. Releasing F.FWD 
returns the camcorder to fast forward. 

• Press the REW/ REVIEW button during play- 
back to play the tape backwards at approxi- 
mately 7 times normal speed. Press the PLAY 
button to return to normal playback. 

• Press and hold the REW /REVIEW button dur- 
ing fast rewind to visually scan the tape back- 
wards at 17 times the normal playback speed. 
Releasing REW /REVIEW returns the cam- 
corder to fast rewind. 

Note: When you engage F.FWD button or 
REW/REViEW button the picture wili have some 
interference or noise in the viewfinder, This is 
norma! during search mode, 




When the LCD monitor is open (Clear 
Search): 

Y ou can view pictures with less noise on the LCD 
monitor during forward or reverse search. 

• Press the F.FWD button during playback to 
play the tape forward at 6 times normal play 
speed. Press the PLAY button to resume nor- 
mal playback. 

• Press and hold the F.FWD button during fast 
forward to visually scan the tape at 17 times the 
normal playback speed. Releasing F.FWD 
returns the camcorder to fast forward. 

• Press the REW/" REVIEW button during play- 
back to play the tape in reverse at 4 times nor- 
mal speed. Press the PLAY button to resume 
normal playback. 

• Press and hold the REW/REVIEW button dur- 
ing fast rewind to visually scan the tape back- 
wards at 15 times the normal playback speed. 
Releasing REW/REVIEW returns the cam- 
corder to fast rewind. 

Note: If you are using forward or reverse search 
with the LCD monitor closed then you wili not 
be abie to view pictures with less noise when 
you open the monitor. 

Note: Several noise bars will appear on the TV 
screen during forward or reverse search, 
Note. A noiseless picture wili nor appear during 
high-speed search even if the LCD monitor is 
open, 

Note: Noise may fiow during high-speed 
search in low temperature conditions. 
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Playing Back Your Recording on Your TV 



Depending on the setup of your video equipment, you connect the camcorder in one of the 3 
methods explained below. 



Connecting to a Television with a VCR Attached 
■M » i,*J^Ml'iJJikJ.i-IMliiAi! Mai 

■tiMMMMflNMNiiiMilM 




To "VIDEO IN 
(Yellow) 



To "VIDEO' OUT" 
(\ eilow) 



Audio/Video Output Cable 
(provided) \ 




For VM-H76SLA/VM-H855LA: When using the provided 20 pin-S cable 



L 



To "S-VIDEG" 
(Black) 




i \ 



To "AUDIO IN" 

(White) Audio /video Output Cable 
(provided) 

To "AUDIO OUT" 
(White) 



• 20 pin-S Cable (provided) 




To Audio/Video 
Output Jack 



TV 



To 'VIDEO IN" 
(Yellow) 
'S- VIDEO" 

(Black) 



To 'AUDIO IN (L), (R)" 
(White), (Red) 

Audio/Video Output Cable 
(provided) 




To AudioA 7 ideo 
Output Jack 
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CAM/QFF/VIDEO Switch 



STOP Button 
PLAY Button 



Connect the provided audio / video output cable 
to the AUDIO IN and VIDEO IN jacks of your 
VCR. 

Note for VM-E555LA/VM-H755LA/VM-H855LA: 

if your VCR has two (stereo) AUDIO IN jacks, 
connect the audio plug to the left-channel 
AUDIO IN jack. 

Note for VM-H755LA/VM-H855LA: Some VCRs 
have an S-VIDEO IN jack, Connect the provid- 
ed 20 pin-S cable instead of the yellow VIDEO 
plug as illustrated. 
Notes for VM-H955LA 

• Connect either right or left audio plug into 
your VCR if if has only one AUDIO IN jack, 

• Some VCRs have an S-VIDEO IN jack, 
Connect the black S-VIDEO plug to the VCR 
instead of the yellow VIDEO plug, 

• If you use a generally available audio/video 
cable in place of the provided Audio/ Video 
output cable with the connection shown 
above, unplug the provided cable from the 
Audio/Video output jack of the camcorder, 



•T> Connect the other ends of the cable to the 
AUDIO OUT and VIDEO OUT jacks (VM- 
E555LA/VM-H755LA/VM-H855LA) or to the 
Audio /Video output jack (VM-H955LA) of the 
camcorder. 

Q Insert a previously recorded cassette into the 
camcorder. 

/J_ Turn on your VCR and place it in the camcorder 
input mode (consult your VCR manual for 
details). Operate the television as you normally 
do to see the signal coming from the VCR. 

CJ Hold down the red button on the CAM/ 
OFF /VIDEO switch while sliding the switch to 
VIDEO, 

Press the PLAY button to begin playback. 
7 Press the STOP button when finished. 
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Connecting to a Television with Audio In and Video In Jacks 

tmrnanssmmssma 



To "VIDEO IN" 
(Yellow) 




To. "AUDIO IN" 
(White) 



To "VIDEO ; OUT' 
(Yellow) 



Audio/Video Output Cable 
(provided) \ 




For VM-H755LA/VM-H855LA; When using the provided 20 pin-S cable 




To "S-VIDEO : " 
(Black) 



t \ 



To "AUDIO IN" 

(White) Audio/video output Cable 

(provided) F 
To "AUDIO OUT' 
(White) 



■ 20 pin-S Cable (provided) 




To Audio/Video 

Output Jack 



For VM-H955LA 




To "VIDEO IN" 
(Yellow) 
"S- VIDEO" 
(Black) 



To "AUDIO IN (L), (R)" 
(White), (Red) 

Audio/Video Output Cable 
(provided) 





To Audio Video 
Output Jack 
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CAM/OFF/VIDEO Switch 

Connect the provided audio /video output cable 
to the AUDIO IN and VIDEO IN jacks of your 
television, 

Note for VM-E555LA/VM-H755LA/VM-H855LA: 

If your television has two (stereo) AUDIO IN 
jacks, connect the audio plug to the left-chan- 
nel AUDIO IN jack, 

Note for VM-H755LA/VM-H855LA: Some tele- 
vision have an S-VIDEO IN jack. Connect the 
provided 20 pin-S cable instead of the yellow 
VIDEO plug as illustrated, 
Notes for VM-H955LA 

• Connect either right or left audio plug into 
your television if it has only one AUDIO IN 
jack, 

• Some televisions have an S-VIDEO IN jack, 
Connect the black S-VIDEO plug to the tele- 
vision instead of the yellow VIDEO plug. 

• If you use a generally available audio/video 
cable in place of the provided Audio/Video 
output cable with the connection shown 
above, unplug the provided cable from the 
Audio/Video output jack of the camcorder. 



STOP Button 
PLAY Button 

2 Connect the other ends of the cable to the 
AUDIO OUT and VIDEO OUT jacks (VM- 
E555LA/VM-H755LA/VM-H855LA) or to the 

Audio/ Video output jack (VM-H955LA) of the 
camcorder. 

^ Insert a previously recorded cassette Into the 
camcorder. 

Turn on your television and set to the cam- 
corder input mode (consult your television 
manual for details). 
EJ Hold down the red button on the CAM/ 
OFF/VIDEO switch while sliding the switch to 
VIDEO. 

fj Press the PLAY button to begin playback. 
"7 Press the STOP button when finished. 
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Connecting to a Television without Audio In and Video In Jacks 

UHF Antenna VHF Antenna 



Camcorder 




{ — UHF IN — pVHFIlSK 

75-O'hm 





Antenna Adaptor 
(300-ohm to 75-ohm) 

(not supplied, consult 
your nearest dealer 
if you need this.) 



RF Converter Unit (optional) 




RF Channel Select Switch 



J Disconnect the VHF antenna leads from, the 
back of the television. Leave the UHF antenna 
leads connected. 

2 Connect the VHF antenna lead to ANT IN of the 
RF converter unit. If the cable on the VHF 
antenna lead is flat you need to purchase an 
antenna adaptor (300-ohm to 75-ohm trans- 
former). Connect the antenna adaptor to the 
VHF antenna lead and slide the adaptor on to 
the ANT IN terminal 

^ Connect the 75-ohm. coaxial cable of the RF con- 
verter unit to the VHF antenna terminals on the 
back of the television. If the television is set up 
to connect to a flat antenna lead you need to 
purchase an antenna adaptor (75-ohm to 300- 
ohm transformer). Connect the adaptor to the 
75-ohm coaxial cable of the RF converter unit 
and connect the free ends of the adaptor to the 
VHF antenna terminals at the back of you tele- 
vision. 



/J. Connect the RF converter unit cable to the 
Audio/ Video Output jack of your camcorder. 

CJ Turn your television on and select channel 3 
(channel 4, if channel 3 is a channel used in your 
area). 

Select the CHS or CH4 on the RF converter unit 
matching the channel selected on your tele- 
vision. 

y Insert the previously recorded cassette into the 
camcorder. 

g Hold down the red button on the CAM/ 
OFF/ VIDEO switch while sliding the switch to 
VIDEO. 

9 Press the PLAY button to begin playback. 
\ 0 Press the STOP button when finished. 

Note: The RF converter unit cannot be used 
during mulii playback (PAL60 output), 
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Video Effects in Playback Mode - 

The digital signal processor (DSP) in this camcorder allows you to add special effects to playback pic- 
tures. Use this feature during tape dubbing, etc, to create a tape with a more artistic impression. The 
video effect modes during playback include 16x9, Art and Sepia, 




• Each time the EFFECTS button is pressed in the playback or play /pause mode, the playback mode will 
switch as follows: 





16X9 Mode 



Art Mode 




Sepia Mode 



Normal Mode 

—I 



Activating Video Effects Playback 

2 Press the red button on the CAM/OFF/ VIDEO 

switch as you slide it to VIDEO. 
2 Play the tape or set the camcorder to the play 

pause mode, 
^ Press the EFFECTS button to select the video 

effect playback mode. 



!, 16x9": 16x9 Mode 

The top and bottom of the picture will be black 
bars. 




Norma! Mode 16X9 Mode 



"SEPIA": Sepia Mode 

The entire picture will be sepia. 




Normal Mode Sepia Mode 



Note; To switch the mode or return to the nor- 
mal picture during tape dubbing, temporarily 
stop the dubbing and press the EFFECTS button, 
Note: 'When tape stops, the normal picture will 
be restored, 



"ART": Art Mode 

The entire picture will take on the look of an oil 
painting. 




Normal Mode Art Mode 
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Mufti Playback 

Tins camcorder can convert an NTSC recorded tape into "PALSO" format signal 'PAL60" is a special 
output signal formiat with which a PAL TV can be used to view a f ope recorded on on NTSC recorder 

Connecting fo a PAL Television 



For VM-E555LA/VM-H755LA/VM-H855LA 



To "VIDEO IN 
(Yellow) 




To "AUDIO IN" 
(White) 



PAL60 Button 



To "VIDEO OUT 
(Yellow) 



Audio/Video Output Cable 
(provided) \ 




For VM-H755LA/VM-H855LA: When using the provided 20 pin-S cable 



PAL TV 



To "S-VIDEO" 
(Black) 



PAL60 Button 



t \ 



To "AUDIO IN" 

(White) Audio/Video Output Cable 
(provided) 

To "AUDIO' OUT" 
(White) 



• 20' pin-S Cable (provided) 




To Audio/Video 

Output Jack 



For VM-H955LA 



PAL TV 



TSSj 



PAL60 Button 



To "VIDEO IN" 
(Yellow) 
"S-VIDEO" 
(Black) 



To "AUDIO' IN (L), (R)" 
(White), (Red) 

Audio/Video Output Cable 
(provided) 




To Audio Video 
Output Jack 
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Connect the camcorder to TV as shown in the 
figure. 

9 Turn the TV on and select the TV "video input" . 
Set the TV to the PAL60 mode. 

3 Set the CAM /OFF /VIDEO switch of the cam- 
corder to VIDEO. 

4 Press the PAL60 button. 

GJ Press the PLAY button of the camcorder. If you 
press the DATE/DISP. button at this time, 
"PAL60" will appear in the view 7 finder or on the 
LCD monitor. 




When playback is finished, set the CAM /OFF/ 
VIDEO switch to OFF position. 



Note: Connect the camcorder to a TV monitor 
which has a vertical sync adjustment circuitry 
(volume) for 60 Hz and which can also be 
locked into the PAL60 mode. Refer to the TV 
instruction manual for details on how to set the 
TV. 

Note; This camcorder cannot record using the 
PAL60 system. 

Note; A black-and-white picture will appear on 
the LDC monitor when playing back tape with 
the PAL60 system. 

Note: The PAL60 button is effective during play- 
back only. 

Note: Depending on the state of the tape 
recorded, the PAL60 button may not operate 
normally. 

Note: The RF converter unit cannot be used 
during multi playback (PAL60 output). 
Note: The PAL60 mode will be released when 
the camcorder is turned off. 
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Advanced Techniques 

The Hitachi VM-E555LA/VM-H755LA/VM-H855LA/VM-H955LA Offers a 
diverse group of features that add interest and excitement to your 
video, Adding fades to smooth transitions creates video with a pro- 
fessional iook, 

As you team and practice with these features think of situations that 
they might fit in and add a special touch, 



Changing the Angle of the LCD Monitor when 



Recording 

You can change the angle of the LCD monitor so that the picture on the LCD screen can be monitored 
from different positions. 

See "LCD Monitor" (p21) for the range in which you can change the angle of the LCD monitor, 
Note: You need the remote control to operate the camcorder, 

Recording an Image of Yourself 
while Monitoring the LCD Screen 

1 Open the LCD monitor ("Opening the LCD 
Monitor", p21). 

2 Turn the LCD monitor so the monitor screen 
faces the same direction as the lens. 



Note: When you record an image of yourself, 
the image displayed on the LCD monitor will 
become a mirror image. The on-screen display 
on the LCD monitor will also be as if reflected 
on a mirror, 

Note: Tilt the LCD monitor in the direction of the 
camera lens so that it faces up slightly, and the 
screen may be viewed easily. 





Press the START/ STOP button on the remote con- 
trol, and the camcorder will begin recording. 
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Date Recording 

When the date has been set, the camcorder wi'l enter the automatic date recording mode auto- 
matically, 




Start/Stop Button 

-| Press the red button on the CAM/ OFF/ VIDEO 

switch as you slide it to CAM. 
2 Press the DATE/DISP, button to specify the 

date display you want to record, 

" © AUTO" and Date — Automatic Date 
Recording 

This option records the date automatically once 
a day at the beginning of recording for 10 sec- 
onds. 



L 



Mote: The camcorder records the same date 
when; 

— the cassette is replaced, 

— you select " ©AUTO" and date display 
again, 

— the recording is less than 10 seconds long. 
Note; if the date changes while recording 
continues over 10 seconds, the new date is 
recorded for about 10 seconds the next time 
you make a recording, 

" 3 TITLE" and Date — Automatic Title and 
Date Recording 

This option records the date and selected title or 
created title (see "Creating and Recording a 
Title", p52) automatically once a day at the 
beginning of recording for 10 seconds. 



HAPPY BIRTHDAY 




CAM/OFF/VIDEO Switch 



Note: When "©TITLE" is displayed in the view- 
finder or on the LCD monitor, the title cannot 
be turned on or off using the remote control, 

Date — Date Recording 

The camcorder records the date with the picture 

all the time. 




No Display — No Date Recording 
The camcorder does not record the date. 



L 



Date and Time — Date and Time 
Recording 

The camcorder records the date and time with 
the picture all the time. 



3 Press the Start /Stop button. 



Recording will start. 

Note: 'When " ©AUTO" and date display is 
selected, the date disappears about 10 sec- 
onds after receding is started, 
Note: When " ©TITLE" and date display is 
selected, the title and date disappear about 
1 0 seconds after receding is started, 
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Using the PROGRAM AE Dial (only for VM-H955LA) 

This camcorder can easily set the shutter speed and aperture to suit the subject condition, recording 
situation or purpose, as well as adjusting all of these according to the subject brightness (conventional 
program AE), 

Turn the PROGRAM AE dial to select the recording mode according to the subject to be recorded and 
the recording conditions. 

During playback, turn the dial to adjust the finer details of playback pictures. 



Recording by Selecting Recording Mode 




PROGRAM AE Dial 

Turn the PROGRAM AE dial during recording 
pause to set the dial to the desired recording mode 
by aligning it with the " * " mark. 

Note: The dial will not work when the CAM/ 
OFF/VIDEO switch of the camcorder is set to 
"VIDEO", 

Note: When the dial is set to 12 or GB , record- 
ing will be done in the © (full auto) mode, 

© : Full Auto Mode 

In this mode, the camcorder automatically adjusts 
the shutter speed and aperture 
according to the subject bright- 
ness. Therefore, use this mode 
for standard recording. 
The shutter speed will appear 
in the viewfinder or on the 
LCD monitor. 

% : Sports Mode 

Select this mode when record- 
ing rapidly moving subjects, 
such as golf or tennis swings, 
etc.: The subject will be clearly 
recorded, without blurring. 
"SPORTS" will appear in the 
viewfinder or on the LCD monitor. 

pt; Portrait Mode 

Select this mode when record- 
ing a subject portrait standing 
out from a blurred background. 
"PORTRAIT" will appear in 
the viewfinder or on the LCD 
monitor. 





sl : Spotlight Mode 

Select this mode when the con- 
trast ratio of subject is high and 
the highlighted section area is 
relatively small. 
"SPOTLIGHT" will appear in 
the viewfinder or on the LCD 
monitor. 

blc ; Backlight compensation mode 

Select this mode when record- f~~; 
ing the subject against a light 
source brighter than the sub- 
ject. 

"BLC" will appear in the 
viewfinder or on the LCD 
monitor. 

• : Gain -up mode 

Select this mode when record- 
ing a poorly lit subject, such as 
in a dim room, etc.: The entire 
image will be recorded 
brighter. 

"GAIN UP" will appear in the 
viewfinder or on the LCD monitor. 



E44 



HITACHI 



Adjusting Playback Pictures 

Turn the dial to adjust the finer details of playback pictures when viewing playback pictures on TV screen 
or dubbing recorded scenes. 

Turn the PROGRAM AE dial in the direction of the 
arrow to select the playback mode. 

© : Play back most pictures In this position, 
M: Luminance hard 

St: Luminance soft 

Not©: If the PROGRAM AE dial Is set to G3 or 12 
in the camera mode, the Image being re- 
corded will not change, 

Note: When you play back tape with the AE 
dial set to © , % pt , sl , slc or ■ , it will be 
played back in the normal mode. 
Note: During playback, no mode display will 
appear in the viewfinder, on the LCD monitor, 
or on the connected TV, 
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Digital Effects Recording 

The digital processor in this camcorder allows you to record picture and add special effects: 16x9 
recording mode, a negative image (negative/positive mode), 400 times digital zoom feature (with 
instant zoom), a symmetric image (obtained by placing a mirror at the center of the screen [half-mirror 
mode]), an image in mosaic (mosaic mode), and an oil painting look (art mode). 

Note: The half-mirror recording ana mosaic recording functions cannot be used with digital zoom, 
instant zoom or image stabilizer function, 

• Each time the EFFECTS button is pressed, the 
recording mode is switched. 




NEGPOS 




EFFECTS Button 



16X9 Mode 



Negative/ Positive Mode X40Q Digital Zoom Mode 



MOSAIC 



MIRROR 



Normal Mode 



Art Mode 



Mosaic Mode 



Half-mirror Mode 
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Activating Digital Effects Recording 

\ Place the camcorder in the record pause mode. 

2 Press the EFFECTS button to select the digital 
effects record mode you want, 

"16x9": 16x9 Mode 

The picture format can be switched from 4:3 (the 
picture format of an ordinary TV set) to 16x9. The 
top and bottom of the picture in the viewfmder oi 
on the LCD monitor become black bars 




Norma! Mode 



16X9 Mode 



"NEGPOS": Negative/ Positive Mode 
The image in the viewfinder or on the LCD moni- 
tor will become negative. 





Normal Mode 



Negative/Positive Mode 



"ZM:2": x400 Digital Zoom Mode 

Slide and hold the powet zoom control to the "T" 
side until you reach your desired magnification. 



t * , 




Normal Mode 



x400 Digital Zoom Mode 



* This function can magnify an image up to 400 
times when instant zoom is used at the same 
time. 

' MIRROR": Half-mirror Mode 

I he image m the viewfmder or on the LCD moni- 
tor change to a symmetric image on the left 
and nght obtained by placing a mirror at the 
center of the screen. 

Note- Tnis function cannot oe used with digital 
zoom, instarT zoom cr mage stab.lizer function, 
Note Tne subject image //tii oe compressed in 
f'e hofzcrtai direction and narrow sightly. 





Normal Mode 



Half-mirror Mode 



"MOSAIC": Mosaic Mode 

The image in the viewfinder or on the LCD moni- 
tor will be in mosaic. 

Note: This function cannot be used with digital 
zoom, instant zoom or image stabilizer function. 
Note: The subject Image will be compressed in 
the horizontal direction and narrow slightly. 





Normal Mode 



Mosaic Mode 



"ART": Art Mode 

The image in the viewfindei or on the LCD moni- 
tor will take on the look of an oil painting 




Normal Mode 




Art Mode 



3 Press the Start/ Stop button to start recording. 

• To release digital effects recording, repeat- 
edly press the EFFECTS button in the record 
pause mode until the normal mode is 
restored. 
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Using Digital Fade 



Use the fade feature to add a professional touch to your recordings, Use the FADE button to select one 
of the six fade options. 

Note: If you press the EFFECTS button after setting the fade function, the fade function will be released, 
After setting the digital effect mode, reset the fade function, 

* White fade: Fades in from a white screen or fades out to a white screen, " [jjj " appears in the upper 
left corner of the viewfinder or LCD monitor. 



Fade In 



Fade Out 




• Wipe fade: The picture opens gradually from the center of a black screen or closes into the center to a 
black screen. " [J] " appears in the upper left corner of the viewfinder or LCD monitor. 



Fade In 







Fade Out 

* Mosaic fade: Fades m from a picture m mosaic 01 fades out to a picture m mosaic. "MOS.F" appears 
in the upper left corner of the viewfinder or LCD monitor. 

Note: The subject image, immediately before fading in or out, will be compressed in the horizontal direc- 
tion and narrow, 



Fade In 







Fade Out 



• Art fade: Fades in from, or fades out to a picture with the feel of an oil painting. "ART.F" appears in 
the upper left corner of the viewfinder or LCD monitor. 



Fade In 







Fade Out 
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Fading In 

^ Use the FADE button to select a fade option 

before recording. 
2 Press the Start/ Stop button to start recording; 

fade begins automatically. 

Fading Out 

^ While recording with the camcorder use the 
FADE button to select a fade option. 

2 Press the Start/Stop button to stop recording; 
the fade begins automatically and "REC" 
flashes until the fade ends. 
Note: When fading our be sure to wait until the 
pause ind'ccfor (•!!) is visible in tne vwwfinder 
or on the LCD monitor before attempting to put 
the camcorder Into the record mode again, 




FADE Button 
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Using the Electronic image Stabilizer 

The electronic image sfabiiizer (EiS) corrects slight shaking of the image being recorded and is effective 
in the following situations, 

• While you zoom to a distant subject, 

• While you approach a small subject, 

• While you walk around. 

• While you record from inside a moving vehicle. 

Press the EIS button, The EIS icon '&>) appears 
in the upper left corner of the viewfinder or 
LCD monitor. 
2 Press the Start/Stop button to start recording. 
When EIS is engaged the viewfinder or LCD 
monitor image shakes with a slight delay. 
Note: EIS may not function if you use a wide or 
tele converter lens. 

Note: It is recommended that you do not use 
the EIS function when using g tripod, The sensor 
would detect vibrations from the tripod in 
which case the picture would be blurred, 




EIS Button 



Notes for VM-E555LA 

• When the EIS function is engaged in the 
vicinity of the zoom range with "ZOOM" dis- 
played in the viewfinder or on the LCD 
monitor, when moved from the wide-angle 
end, the image size will change, but this is 
normal, 

• When the EIS function is engaged, the pic- 
ture becomes rough, 

• When the EIS function is engaged, the angle 
of view at the wide-angle end becomes 
narrower. 



Using Quick Edi< 

Use quick edit to search for the end of previously 
recorded mated ah find a particular spot on your 
tape, begin editing, or record new material. While 
the camera is in record /pause mode hold down 
the F.FWD, REW/ REVIEW, or PLAY button and 
visually search the tape. Release the button and 
the camcorder stops the tape at the exact position 
you selected. 

Note: If the F.FWD or REW/REVIEW button is 
pressed for quick edit, noise will appear In the 
viewfiner, on the LCD monitor, or an the con- 
nected TV, 



REW/REVIEW Button 
PLAY Button 
F.FWD Button - 




Attaching the Optional Wide or Tele Converter Lens 



Screw the lens into the threads on the camcorder 

lens assembly. 

Note; If the tele-conversion iens (optional) is 
attached over the iens, the four corners of the 
image will be missing in the wide-angle pos- 
ition. Use zoom in the teiephoto position. 
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Date Search 

The date search function memorizes the start and end positions of recordings you made on a specific 
day so you can easily locate those positions later as long as the cassette is left in the camcorder. 

Note: Be sure that the date and time are set, 
•i Attach a power source and slide the CAM/ 

OFF /VIDEO switch to VIDEO, 
2 Press the DATE/DISP. button (the DISPLAY 

button on the remote control) to display 

"SEARCH" in the viewfinder or on the LCD 

monitor. 



^ Press the REW REVIEW button to seaich tor 
*" the start position from which sou last made a 
recoi ding or the F F WD b utton to recoi dmg end 
position 44 SEARCH wi'l appear while the 

start position is bung seaiched t >i bE \RCH 
" while the end position is being searched 

for, 

£| When the required position is located, the cam- 
corder enters the stop mode and "SEARCH" 
disappears from the viewfinder or LCD moni- 
tor. 



Note; If you have ejected the cassette, this 
function wili not operate with that cassette, 
(When a cassette is inserted and the recording 
is started, the position is identified as the record- 
ing start position on that day,) 
Note: if the clock battery is not inserted, the 
date search function does not operate when 
the battery providing the power to the cam- 
corder is removed, 

Note: When the cassette was recorded by 
another camcorder, the date search function 
does not operate. 

Note: The date search function is released 
when you press the STOP button during date 
search mode, 

Note: if the recorded time is less than 30 sec- 
onds, the date search function may not oper- 
ate normally. 



Using Memory 



The linear time counter memory stops a rewinding tape at approximately "0:00:00M", This feature helps 
in locating a specific point in the tape to which you wish to return. An example might be that you have 
recordea some tape that you have already watched, you continue recording but do not care to 
watch the tape you recorded earlier. The memory feature returns you to the beginning of the most 
recent recording, 



"J Start recording or playback of a cassette. Press 
the COUNTER RESET button on the remote 
control at the point to which you wish to return. 
The linear time counter clears to "0:00:00". 

2 Press the STOP button to stop playback, or press 
the start /stop button recording and set the 
CAM/ OFF /VIDEO switch to VIDEO, 

Q Press the DISPLAY button on the remote control 
so the linear time counter with memory is dis- 
played as shown in the figure. 

jjj Press the REW /REVIEW button and the tape 
stops at approximately where you reset the lin- 
ear time counter. This feature works in F.FWD 
as well. 



REW/REVIEW Button 
F.FWD Button 



STOP Button 




Linear time counter with memory 



0:25.:18i4l 

s m i 
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Using the Wireless Remote Control — *~ — - 

Use fne wireless remote control to operate the camcorder from a distance, The PLAY, F.FWD, REW, 
STOP, PAUSE (START/STOP) and ZOOM buttons on the wireless remote control operate the functions of 
the corresponding buttons on the camcorder. Aim the v/ireiess remote control at the infrared receiver 
of the camcorder. 



Infrared receiver 




Note: Use the wireless remote control within the 
range of the infrared receiver of the cam- 
corder shown above, 

Note: The wireless remote control may not 
function in strong light such as direct sunlight or 
very bright artificial lighting, 
Note: Ciear a direct path from the wireless 
remote control to the infrared receiver, The 
wireless remote control won't work if an ob- 
stacle blocks the infrared rays. 



Note; The remote control code of this cam- 
corder is Hitachi code VCR2, If you have a VCR 
with the same code your Hitachi VCR may mal- 
function when you use the camcorder's wire- 
less remote control. 



Creating and Recording a Title 

The titling function allows you to select one of nine titles stored in camcarder memory, or create a new 
title, and record it, You can choose from three languages to display the stored titles: English, French 
and Spanish. Select or create a title and personalize your recordings, while at the same time keeping 
a permanent visual record of what is contained on a tape. 

When creating and recording a title, use the TITLE ON/OFF button on the remote control, (When cre- 
ating a title in the CAM mode, the DA TE/DISP, button of the camcorder can be used Instead of the TITLE 
ON /OFF button on the remote control. "© TITLE" should be displayed in the view finder or on the LCD 
monitor at this time). 
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Selecting Stored Title (Prememo) =^ 

Note: 8e sure to insert the clock battery before 
selecting a title, Although a title can be chosen 
without the clock battery inserted, it will disap- 
pear when the battery providing power to the 
camcorder Is removed, 

1f_ Connect the camcorder to a power source. 

2 Hold down the red button on the CAM/OFF/ 
VIDEO switch and slide it to either CAM or 
VIDEO. 

3 Press the TITLE ON /OFF button on the remote 
control. 

A flashing cursor will appear in the viewfinder 

or on the LCD monitor, and the camcorder will 
enter the title creating mode ("Creating a Title" 
on next page). 



4 Press the PLAY button. 

"HAPPY BIRTHDAY" will appear. 



You can choose the desired language of the dis- 
played title by pressing the PLAY button, as in 
the following order: 




GJ Use the F.FWD or REW button to select 
desired title. 




Stored titles (Prememo) 
<EneIish> 



available 
<French> 



HAPPY BIRTHDAY 
MERRY CHRISTMAS 
CONGRATULATIONS 
THE SUPERSTAR 
VACATION FUN 
THANKSGIVING 
HAPPY EASTER 
ANNIVERSARY 
HAPPY NEW YEAR 



BON ANNI VERS A IRE 
JOYEUX NOEL 
FELICITATIONS 
"SUPERSTAR" 
VACANCES 
"THANKSGIVING" 
JOYEUSES PAQUES 
ANNIVERSAIRE 
BONNE ANNEE 



<Spariish> 



FELIZ CUMPLEANGS 

FELICIDADES 

EL PROTAGONIST A 

FELIZ NAVIDAD 

VACACIONES 

ANIVERSARIO 

FELIZ ANO NUEVO 

SEMANA SANTA 

FIESTA 



C. After you have selected the title, press the TITLE 
ON /OFF button. 

The selected title will be stored in memory and 
then disappear. 



Title creation mode 



Spanish 
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Creating a Title«^^^ 

A title contains two lines of up to 16 characters per line. The camcorder contains 79 different characters 
for creating a title. 

Note: Be sure to insert the clock battery before creating a title, Although a title can be created without 
the clock battery inserted, it will disappear when the battery providing power to the camcorder is 
removed. 

g When, you complete your title, press the TITLE 
ON/ OFF button on the remote control to store 
the title in memory and remove the title 
graphics from the viewfinder or on the LCD 
monitor. 

Note: As long as the correct current time can 
be displayed, the title is held in memory. 

Characters available for your title 



J Connect the camcorder to a power source. 

9 Hold down the red button on the CAM/ 
OFF /VIDEO switch and slide it to either CAM 
or VIDEO. 

^ Press the TITLE ON /OFF button on the remote 
control and a flashing cursor appears in the 
viewfinder or on the LCD monitor. 
Note; If a stored title appears, press the PLAY 
button to display the screen for creating a title, 




^ Use the STOP button to place the cursor where 

you wish to begin your title. 
EJ Use the F.FWD and REW buttons to select the 

first character of your title. 




g Once you've selected a character press the STOP 
button to set it. 




A B 

Q R 

6 7 

E i 

U N 



F G H 
V W X 

/ 

E I 6 



C AL CE 0 i 



M N 



Space 



Correcting Errors 

^ Press the TITLE ON / OFF button on the remote 
control. 

2 Use the STOP button to select the character to be 
corrected. 

C| Use the F.FWD and REW buttons to correct the 
character. 

^ Press the TITLE ON /OFF button on the remote 
control to store the corrected title in memory. 



7 Complete the title by repeating steps 5 and 6. 



JANE'S BIRTHDAY 
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Recording Title on a Tape in the Camcorder 

Note: Create and store your title before an 
event you plan to record, Just press the TITLE 
ON/OFF button on the remote control to super- 
Impose the title over the scene as you record It, 
This method avoids erasing previously recorded 
material which will happen when you record a 
title on a previously recorded tape. 



1 Hold down the red button on the CAM/ 
OFF/VIDEO switch while sliding the switch to 
CAM. 

2 Locate the point ot the tape where you wish to 
record the title ("Using Quick Edit/' p50). 

g Press the TITLE ON/ OFF button on the remote 
control. 

/_| Use the PLAY button to select the title (the title 
you have created or the existing title in cam- 
corder you have memorized on page 53) you 
wish to record. 

Ej Press the Start /Stop button to start recording 
the title. 

g Press the TITLE ON/ OFF button on the remote 
control to stop recording the title. The title 
graphics disappear from the viewfinder or LCD 
monitor and the camcorder can record nor- 
mally. 



Recording a Title while Transferring a 1 

\ Connect the camcorder to the VCR (p56). 

2 Press the TITLE ON/ OFF button on the remote 

control to turn title on. 
0> Use the PLAY button to select the title from 

memory. 

4 Press the TITLE ON /OFF button to turn title off. 

C Turn on the VCR and set it to record. Hold 
down the red button on the CAM/ OFF/ 
VIDEO switch while sliding the switch to 
VIDEO. Press PLAY on the camcorder. 



£j Press the TITLE ON/ OFF button on the remote 
control at the point on the tape where you wish 
to record the title. 

?J Press the TITLE ON/ OFF button on the remote 
control again to stop recording the title. 
Note; Recording the title during tape transfer 
will erase a portion of your recorded material, 
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Dubbing from the Camcorder to a VCR 

Connect the camcorder to a VCR to copy your or a friend's home 8mm recordings to VHS. 




Camcorder ; Play 



ro "VIDEO OUT' 
(Yellow) 



Audio/Video Output Cable 
(provided) \ 



For VM-H755LA/VM-H855LA: When using the provided 20 pin-S cable 




VCR:Record 



I "S-VIDEO" 

(Black) 




Camcorder : Play 



To "AUDIO IN" 

(White) Audio /video Output Cable 
(provided) 

To "AUDIO OUT" 
(White) 



• 20 pin-S Cable (provided) 




To Audio/Video 
Output Jack 



For VM-H955LA 



VCR: Record 



L 



To "VIDEO IN" ^ 

(Yellow) w 

'S-VIDEO" \ 
(Black) 




Camcorder : Play 



To "AUDIO IN (L), (R)" 
(White), (Red) 

AudioA^ideo Output Cable 
(provided) 




To AudioA^ideo 
Output Jack 
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Connect your camcorder to the VCR, following 
"Playing Back Your Recording on Your TV" on 
page 34. 

Turn on your VCR and place it in the camcorder 
input mode (consult your VCR manual for 
details). Operate the television as you normally 
do to see the signal coming from the VCR. 
Hold down the red button of the CAM/ 
OFF /VIDEO switch while you slide the switch 
to VIDEO. 

Insert the recorded tape in the camcorder and a 
blank tape into the VCR. Set the VCR to record. 
Play the tape from the camcorder while record- 
ing on the VCR. 



Note: If the VCR Is connected to a television 
and the VCR/TV selector is set to VCR, you can 
monitor the tape being dubbed. 
Note: Reduce the volume of the camcorder as 
low as possible during dubbing. Otherwise the 
played back pictures could be distorted. 
Note: During multi playback (PAL60 output), 
dubbing may not be possible with some VCRs, 
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Simple Programmable Edit (Edit remote control is 
optional accessory) 

Simple programmable edit allows you to program your camcorder to select the scenes you want to 
copy from a pre-recorded tape, Use the edit remote control (optional) to easily copy scenes from a 
recorded tape in the camcorder (playback machine) onto a blank tape In a fable-top VCR which 
handles infrared remote signals (recording machine), 

Note; Only the VM-RM20EDA edit remote control (optional) can be used with this camcorder, 
Note: Some VCRs cannot be operated by the edit remote control (optional), 



Start 
point 



End 
point 




prog. ! " 



liPROG. 3 * 



iFROG. 4 



Copied 
tape 






PROG, 2 PROG. 3 
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Programming the Remote Control for the VCR 

It is necessary to program the edit remote control code to match the VCR before starting editing, 




T 




5j» ■ 



\ Turn the VCR on. 

2 Aim the remote control at the infrared receiver 
on the VCR and press the VCR SET button on 
the remote control and hold it, then press the 
button corresponding to the VCR's maker code, 
For example, if you have a RCA VCR, press the 
VCR SET button and hold it, then press the DIS- 
PLAY button. To check whether the remote 
control code matches that of your VCR or not, 
point the remote control at the infrared receiver 
on the VCR and press the VCR SET button and 
hold it. If the remote control code has been set, 
the VCR channel is counted up automatically. 
Note: Your VCR should have an infrared 
remote control. 

Note; If the channel on the VCR does not 
change with the above operation, you need to 
switch the remote control code of your VCR, 
Refer to the VCR's instruction manual. If the 
channel still does not change after you have 
changed the VCR's remote control code, the 
edit remote control cannot operate your VCR. 



VCR Brands 


Press VCR SET and This Button 


Hitachi 


REVERSE 


Sony 


PROGRAM 


Panasonic 


r* /""s r*t \ a / a rvr\ 

FORWARD 


Toshiba 


IN 


Mitsubishi 


COPY START 


Sanyo 


OUT 


Sharp 


4* 




w 




WW 


Akai 


A / w pm in 

A/V DUB 


"coia oTar 


mm 

m 


PHILIPS 


ft 


RCA 


DISPLAY 


Zenith 


COUNTER RESET 


Magnavox 


TITLE ON/OFF 



Note: The remote control code is held In 
memory until it is changed or the batteries are 
replaced, 

Note: Point the remote control straight at the 
VCR's infrared receiver for operation, 
Note: Use the remote control indoors, When 
the infrared receivers of the VCR and cam- 
corder are exposed to direct sunlight or strong 
artificial light, the remote control may not oper- 
ate correctly, 

Note: The remote control cannot be oper- 
ated if there is an obstacle between- the 
remote control and infrared receiver, 
Especially, be careful of this during dubomg, 
Note: When the edit remote control is con- 
nected to the camcorder, the buttons marked 
* in the figure above perform the same 
operations as those of the other remote control 
provided, 
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You can select up to four different scenes or segments to be copied at one time. 

Note; If sunlight or strong artificial light strikes the camcorder's infrared receiver, the editing operation 
may not be possible, 



immmwimmwimmim 



"iff 



To "AUDIO OUT" 
(mite) 

To "VIDEO OUT" 
(Yellow 













'tSTc 


m 


a' 




3 


a 



To "AUDIO IN (L)" (White) 
To "VIDEO IN" (Yellow) 

Audio/Video Output Cable (provided) 
. \ 



T ' — — — — 

Edit Remote Control (optional) 



For VM-H755LA/VM-H855LA: When using the provided 20 pin-S cable 




To Audio/Video 
Output jack 



To "AUDIO IN" (White) 
To "S-VIDEO IN" (Black) 



t 



□ a 



• Audio/Video Output Cable 
(provided) 

To "AUDIO OUT" 
(White) 



Edit Remote Control (optional) 
~L , 1 




To Audio/Video 
Output Jack 



For VM-H955LA 



T 



To "AUDIO IN (L), (R)" (White), (Red) 
To "VIDEO IN" (Yellow) 
"S-VIDEO" (Black) 

Edit Remote Control (optional) 




Audio/Video Output Cable (provided) 



To Audio Video 
Output Jack 
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•J Connect the edit remote control to the cam- 
corder, and then connect the audio/ video out- 
put cable as illustrated above. 
Note for VM-E555LA/VM-H755LA/VM-H855LA: If 

your VCR has two (stereo) AUDIO IN jacks, con- 
nect the audio plug to the left-channel AUDIO 
IN jack, 

Note for VM-H755LA/VM-H855LA: Some VCRs 
have an S-V1DEO IN jack. Connect the provid- 
ed 20 pin-S cable instead of the yellow VIDEO 
plug as illustrated. 
Notes for VM-H955LA 

• Connect either right or left audio plug into 
your VCR if it has only one AUDIO IN jack. 

• Some VCRs have an S-V1DEO IN jack, 
Connect the black S-VIDEO plug to the 
VCR instead of the yellow VIDEO plug, 

• If you use a generally available audio/ 
video cable in place of the provided 
Audio/Video output cable with the con- 
nection shown above, unplug the provided 
cable from the Audio/Video output jack of 
the camcorder, 

2 Insert a recorded tape into the camcorder. 

3 Set the CAM/OFF/VIDEO switch of the cam- 
corder to VIDEO , 

Turn the recording VCR on and select line 
input. 

^ Press the PROGRAM button of the remote con- 
trol. The program display appears in the 
viewfinder or on the LCD monitor. 




Note: If your VCR is connected to a TV, the pro- 
gram display will also appear on the TV screen. 
Press the ► button and use the or 44 but- 
ton to search for the starting point of the seg- 
ment you want to copy. Press ► and then II to 
set the camcorder to the play pause mode. 
The liner time counter counts when searching 
for the starting point. 

Use the FORWARD and REVERSE buttons in 
the play or pause mode to fine adjust the tape 
position. Press FORWARD and hold it; the tape 
is played while the button is held, Press 
REVERSE and hold it for reverse play. 



g Press the IN button to store the counter reading. 
When you press the IN button, OUT flashes In 
the program display. 




7 



8 



Press the button to search for the end of the 
segment you want to copy. Press ► and then II 
to set the camcorder to the play pause mode. 
Use the FORWARD or REVERSE button as 
required to fine adjust the tape position. 
Press the OUT button to store the counter read- 
ing at the end of the scene. 




<^ Continue programming as described above 
until you have entered up to four different seg- 
ments. 

*£Q Load a blank tape, then set the VCR to the 

record pause mode. 
"1 "| Point the remote control at the receiver on the 

VCR and press the COPY START button to 
start simple programmable edit. 

• The camcorder automatically searches for the 
beginning of the first segment and starts 
playback. The recording VCR automatically 
starts recording. 

• After recording the first segment, the cam- 
corder automatically searches for the begin- 
ning of the next segment and resumes play- 
back. The recording VCR Is automatically 
released from the record pause mode and 
resumes -reeerdi ng. 

• It continues recording and pausing until all 
the programmed segments are edited. 
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12 ^ ien s i m P^ e programmable edit is finished, 
the camcorder will enter the stop mode, and 
the VCR will enter the record pause mode. 
Note; If you make a mistake during program- 
ming, start again from the beginning or press 
the COUNTER RESET button to return to the pre- 
vious steps one by one and enter the correct 
program data. 

Note: After the simple programmable edit Is 
finished, the programmed data is erased, if 
you want to continue editing other segments, 
repeat steps 5 - 1 2, 

Note; Most VCRs (recording machine ) may 
be released from the record pause mode if if 
continues for more than five minutes. 
Note: The dubbing start and end positions may 
slightly drift from the specified positions when 
certain VCRs are used. 

Note; Reduce the volume of the camcorder 
as low as possible during dubbing. Otherwise 
the played back pictures could be distorted, 



To End Programmable Simple Edit 

Press the PROGRAM button to remove the pro- 
gram display from the viewfinder or LCD monitor. 
Then press the stop button on the recording VCR 
to set it to the stop mode. 

Note: if the CAM/OFF/VIDEO switch of the 
camcorder is set to OFF or CAM when the 
recording VCR is in the record pause mode, the 
VCR enters the record mode, 
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Using Audio/Video Dubbing ^ — — — ™ 

Use audio/video dubbing to record audio and video from the camcorder's built-in microphone and 
camera onto a previously recorded tape In the camcorder, 



A/V DUB Button 
REW Button 
PLAY Button 
START/STOP (PAUSE) Button 





DISPLAY Button 
COUNTER RESET Button 
F.FVVD Button 
STOP Button 



*| Hold down the red button on the CAM/ 
OFF /VIDEO switch while sliding the switch to 
VIDEO. 

^ Insert a previously recorded tape in the cam- 
corder, 

'J Use the wireless remote control and press the 
J PLAY button. Use the PLAY, F.FWD, and REW 
buttons to find the place where you want to stop 
dubbing. Press the START/STOP (PAUSE) but- 
ton. 

A Display the linear time counter with memory 
("Using Memory/' p51). Press the COUNTER 
RESET button to set the linear time counter to 
"0:00:00M". 

Use the REW and PLAY buttons to find where 
you wish to start dubbing. Press the START/ 
STOP (PAUSE) button. 

Place the CAM/ OFF/ VIDEO switch to CAM 
position. The record pause indicator "•II" 
appears and the camcorder is ready to record. 



C 

6 



*J Press and hold the A/V DUB button, then press 
PLAY. This places the camcorder A/V DUB 
pause mode. "•II" disappears replaced by 
"A/VDUBII". 

Q Press the start /stop button on the camcorder or 
START / STOP (PAUSE) on the remote control. 
The audio /video dubbing starts. When the lin- 
ear time counter reaches "0:00:00M" the cam- 
corder stops automatically, recording only the 
portion of the tape that you selected. 
Note: If the camcorder is in AV DUB pause or 
STILL mode for more than 5 minutes, the cam- 
corder stops automatically to protect the tape, 
Note: When the audio/video dubbed portion is 
played back, noise may appear at the end of 
the dubbed portion. 
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Using the Active Light (only for VM-H855LA/ 



VM-H955LA) ***** 

Use the active light if you wish to shoot objects in dark places. 

When the LiGHT switch is set to "AUTO", the active light turns on automatically when the camcorder is 
pointed at objects in a dark place and turns off when it is pointed at objects in a bright place. 

CAUTION: Since the power consumption of the active light is high, the camcorder operating time will 
decrease even with a fully charged battery, 

Note: if there is no cassette in the camcorder, 
or if a recording prevented cassette is inserted 
with the active light switch set to AUTO, the light 
will automatically go out after 5 minutes, 
CAUTION; Turn the active light on only when 
you need it, otherwise the operating time of the 
battery pack is shortened due to the power 
consumption of the active light. 



Active Light 
LIGHT Switch 




CAM-'OFF/VIDEO Switch 



Make sure that a fully charged battery pack is 
attached. 

( Set the CAM/ OFF/ VIDEO switch to CAM and 
' then set the LIGHT switch to AUTO when 
required. 

Note: When the LIGHT switch is set to ON, the 
active light will turn on whenever you make a 
recording, 

Note: if the LiGHT switch is set to AUTO, the 
active light may not turn on immediately. 
Note: If the active light turns on for more than 5 
minutes with the light switch set to "AUTO" or 
"ON", when the camcorder is in the record 
pause mode, the camcorder and light will 
automatically turn off. In such a case, turn the 
camcorder on again, 

Note: If the LIGHT switch is set to AUTO and the 
camcorder is pointed at a white subject with 
high reflectivity in a dark place from a short dis- 
tance, the active light may turn on or off, In this 
case, set the LIGHT switch to ON, 
Note: The active light will turn off during quick 
edit or review, even if you have manually 
turned on the light, 

Note: The active light will not turn on when the 
CAM/OFF/VIDEO switch is set to VIDEO, 



CAUTION: Do not hold the un,T Oy me 
active light when carrying as this could 
cause a malfunction, 



After use, set the LIGHT switch to OFF or set the 
CAM/ OFF/ VIDEO switch of the camcorder to 
OFF position. 
CAUTIONS: 

« During operation and/or after use of the 
active light, the front surface and lamp of 
the light will be very hot. To avoid burns or 
hair damage, do not touch them with your 
hand, 

• When the active light is on, do not allow 
water to drop on the light, 

« When the active light is on, avoid sub- 
jecting the light to impacts or sharp vibra- 
tions, 

• Do not allow the cooling vents to become 
blocked. Also, do not cover the active light 
with paper or other objects, since the air 
flow will be Interrupted, resulting in possible 
overheating hazard, 

• Never use the active light in the vicinity of 
explosive or highly inflammable materials. 

• After using the active light, cool the light 
section sufficiently before storing the cam- 
corder in the case, 

« The lamp can only be replaced by a ser- 
vice engineer: If the lamp has blown, con- 
sult your nearest service center. 



Demonstration Mode 

This camcorder is equipped with a demonstration mode. If you leave the powered camcorder for 10 
minutes without a cassette inserted when the date has not been set or the clock battery is dead, the 
camcorder demonstration mode will start. 

To cancel the demonstration mode 

' Disconnect power from camcorder and reconnect it, 
♦ Insert a cassette. 

If you do not want the camcorder to enter the demonstration mode, set the date beforehand. 
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General Maintenance 

Cleaning the Camcorder Heads 

Dirt can accumulate on the video heads on the 
camcorder causing the playback picture to become 
blurred or appear as if video information is lost. 
This often means that the video heads are dirty. 
Use a video head cleaner such as a dry type head 
cleaning tape to clean the heads. 

If after cleaning the heads the picture does not clear 
up consult your nearest dealer or VCR service 
center for professional head cleaning. 




Cleaning the Lens and Picture Tube of the Electronic 
Viewfinder - 

The lens of the electronic viewfinder can be user-cleaned if dust, dirt, or other foreign matter adheres 
to it. 



Mark 




•J Pull out the eye cup to the 
position where a mark can 
be seen (up to a half where 
it is pulled out all the 
way). The side with the 
mark should be up. 




Face the rib up as shown 
above and push the eye 
cup in until it stops. 




2 Turn the eye cup 
counterclockwise until it 
stops, then pull it out to 
remove. 




E| Turn the eye cup clock- 
wise until it stops, then 
push it in all the way. 




^ Clean the picture tube face 
and lens. To prevent 
scratching, use a soft non- 
abrasive cloth, swab or 
lens cleaning paper. 
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A precision electromechanical device, the Hitachi VM-E555L A / VM-H755L A / VM-H855L A / VM- 
H955LA requires maintenance after a period of normal use. We expect that no maintenance other than 
head cleaning will be required during the period of warranty unless the camcorder is used either heavily 
or seldom. Defective parts are covered by the warranty. Normal maintenance is the responsibility of the 
owner. Consult your dealer or local VCR service center for recommendations regarding normal main- 
tenance based on your use patterns, location, and the age of the camcorder. 



Troubleshooting 



Quality is very important at Hitachi, We inspect and check every camcorder carefully at the factory 
under the most rigid duality control and inspection systems, if problems develop please check the fol- 
lowing possible solutions before inquiring about professional service. 



INSERTING OR REMOVING THE CASSETTE 



Symptom 


Check Point & Correction 


Cassette holder cannot be opened when yau press 
the EJECT button. 


« Connect the power source. 


Cassette cannot be inserted info cassette compart- 
ment. 


* Load cassette in direction indicated by arrow on 
cassette, 


• Cassette window must be toward outside, 



CAMERA RECORDING 



Symptom 


Check Point & Correction 


Picture does not appear in the viewfinder or on the 
LCD monitor, 


• Slide the CAM/OFF/VIDEO switch to CAM. 


The camcorder cannot go into the recording mode, 
even when the Start/Stop button is pressed. 


» Check the record-protect tab on the cassette. See 
page 20 for details, 


« Slide the CAM/OFF/ViDEO switch to CAM, 


Picture is out of focus, 
Auto-focus does not operate. 


* Make sure that "FOCUS" does not appear in the 
viewfinder or on the LCD monitor. If it is displayed, 
press FOCUS/VOL, control buttons to erase it. 


• Auto-Focus does not operate if a special-effects fil- 
ter is attached or the objects shown on page 29 are 
being recorded, 


The created title does not appear. 


« Insert the clock battery, then create a title. 


* Do not remove the clock battery after creating a 
title. 


« When the stored title (prememo) is displayed in the 
viewfinder or on the LCD monitor, press the PLAY 
button. 
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PLAYBACK OF PRERECORDED CASSETTE 



Symptom 


Check Point & Correction 


The PLAY button cannot be engaged. 


• Set the CAM/OFF/VIDEO switch to VIDEO. 


No picture appears on television screen when The 
PLAY button is pressed, (TV is connected to the cam- 
corder by using RF converter unit,) 


« Set the television to the camcorder channel {3 or 4) 
depending upon the selected channel in the RF 
channel select switch of RF converter unit. 


Interference on playback picture, (TV is connected 
to the camcorder by using RF converter unit,) 


* When you see the playback picture on your TV, 
adjust fine tuning knob on television set to obtain 


Picture bends at the top of TV screen. 


• TV receiver is of older type. It needs to be modified 




Color of your TV screen is too bright, too faint or 
change. 


• TV set has VIR circuit. Turn it off during playback. 


Date search function does not operate. 


« ^!ir1p> thA PAM/OFF/VIDFO switch in VlHFn 


• Insert the clock battery, set the date and time, then 


• Do not remove the clock battery after recording, 


• Do not eject the recorded cassette, Leave it in the 
camcorder, 


BATTERY CONDITION 


Symptom 


Check Point & Correction 


The ( «B ) indication in the electronic viewfinder or 
on the LCD monitor flashes to indicate battery is dis- 
charged, 


• Try another battery or charge the battery. 


The battery level Indicator ( €U ) appears differently 
on the LCD monitor and in the viewfinder. 


• This does not indicate a fault; it is because the 
power consumed by the LCD monitor and 
viewfinder Is different, 


NO OPERATION IS ACCEPTED 


Symptom 


Check Point & Correction 


Power is turned on, but no button operations are 
accepted, 


• Remove the power source and fhe-clock battery; 
And after about one minute, the display in the 
viewfinder or on the LCD monitor will be reset, Then 
set the information again. 


TAPE DISPLAY 


Symptom 


Check Point & Correction 


"TAPE" appears in the viewfinder or on the LCD moni- 
tor, 


• Have you moved the camcorder or cassette from a 
cold place to a warm place so that its temperature 
changed abruptly? If the temperature has 
changed, remove the cassette and set the 
CAM/OFF/VIDEO switch to OFF, then wait for about 
one hour. 


« Remove the cassette and then try to reinsert; remove 
it several times, If the indication is still shown in the 
viewfinder or on the LCD monitor, use a cleaning 
tape to clean the heads and replace the cassette. 
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Specifications 



General Specifications 

Power requirements 
Power consumption 



Dimensions 
Weight 



Operating temperature 
Storage temperature 



7.2V DC 

VM-E555LA: 

3.4W (when recording/LCD monitor OFF) 
4.3W (when recording /LCD monitor ON) 

VM-H755LA: 

3.5W (when recording/LCD monitor OFF) 
4.6W (when recording/LCD monitor ON) 

VM-H855LA: 

3.8W (when recording/ LCD monitor OFF) 
5.0W (when recording/ LCD monitor ON) 

VM-H955LA: 

4.1W (when recording /LCD monitor OFF) 
5.IVV (when recording/ LCD monitor ON) 

4-11/16" Wx 4-1/16" Hx 7-1/8" D 

(118.5 mm x 102.5 mm x 181 mm) 

VM-E555LA: 

1.87 lbs (approx. 850g) without battery pack and cassette 
VM-H755L A / VM-H855L A / VM-H955L A: 

1.94 lbs (approx. 880g) without battery pack and cassette 
32°F ~ 104°F (0°C ~ 40°C ) 
-4°F ~ 140°F (-20°C ~ 60°C ) 



Video Recorder Specifications 



Format 

Record / playback 

Video signal 

Tape speed 

Video output 

Audio output 

Fast forward / rewind time 

Camera Specifications 

Scanning 

Required minimum illumination 

Pickup device 

Lens 

Lens diameter 



8 mm 

Two video record /playback heads 

EIA standard NTSC color 

14.3 mm/ sec 

1.0Vp-p,75ohm 

-7.8 dBs (316mVrms) 

Less than 8 minutes with P6-120 cassette 



525 lines/ 60 fields/ 30 frames 
0.5 lux 
1/4" CCD. 

F1.6 - 3.8 (4 ~ 88 mm) 22:1 power zoom lens with auto focus 
and auto iris functions 
46 mm 
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For U.S.A. only 



HITACHI 




To locate an authorized 
HITACHI service facility in 
the continental U.S.A. 

IEm^Ij^^Smmk TTCte^LtL* ;F* Ih^l IE l« 

7 days a week, 24 hours a day 



1-800-448-2244 



Hitachi Home Electronics (America), Inc. 



Hitachi has made every effort to assure you hours of trouble free operation from your unit. However, should you require 
service, a network of Hitachi Authorized Service Facilities has been established in all 50 states and Puerto Rico. Each 
facility will provide you with convenient and expedient assistance, Our service "Hotline" operator will direct you to the 
Hitachi Authorized Service Facility nearest you. Just present proof of purchase and/or delivery receipts to the Hitachi 
Authorized Service Facility and service will be rendered in accordance with the terms of the limited warranty as stated 
on your warranty card or operating guide. 



Should you have any questions regarding in-warranty service, operation or technical assistance, please contact: 



Hitachi Home Electronics (America), Inc. 

1855 Dornoch Court, 

San Diego, California 32173 

Tei 619-661-3441 
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Accessories Add Excitement 

We know that once you discover how much your Hitachi VM-E555LA/VM-H755LA/VM-H855LA/VM- 

H955LA can add to your life you will want to use these accessories for even more excitement 
Converter lenses and car cords are just a few of the matching accessories available to you from 
Hitachi, Hitachi takes you to wherever your imagination leads, 



Available Accessories 



PARIS NO. 


APPEARANCE 


PURPOSE 


PARTS NO. 


APPEARANCE 


PURPOSE 


P6-120SR© 


CASSETTE TAPE 




VM- 

RF86ACR) 


RF CONVERTER UNIT 


To connect 

corder to a 
television with 
RF antenna 
connector, 


SVA50 


TRIPOD 

A 


Stationary 
shooting unit 
for mounting 
camcorder 


VM- 

CC80A 

KIT 


CAR BATTERY CORD 
DC CORD 


Dc power 
source for 
camcorder 
using cigarette 
lighter socket 


VM-BPL13 




Rechargeable 
Li-ion battery 
(1350mAh 
Type) 


VM-BPL27 


0 


Rechargeable 
Li-ion battery 
(2700mAh 
Type) 


VM-BPL3Q 




Rechargeable 
Li-ion battery 
(SQOOmAh 
Type) 


VM-BPL60 




Rechargeable 
Li-ion battery 
(6000mAh 
Type) 


VM-FL60K 


FILTER KIT 


Fitters for spe- 
cial effects 


VM-FL46K 


FILTER KIT 


Filters and lens 
pieces for ND 
filter and MC 
protector 


VM- 
CL12TW 


CONVERSION 
LENS SET 


Add on lenses 
for f elephoto 
(1 ,4) & wide 
angle (0.7) 
viewing, 


VM- 
RM20EDA 


EDIT REMOTE 
CO^F^^^^^^^ 


Connect to the 
camcorder for 
dubbing on a 
tape In any VCR 
which can 
respond to the 
remote control. 



To place an order for any of these items call our toll free number. 

1 -800-995-4500 
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To Order in the United States 



By Phone 

To place an order by phone, have your VISA, MASTERCARD, or DISCOVER card ready and call the toil- 
free number (8:00AM ~ 6:00PM East Coast Time - workdays), 

In Canada - Please use Canadian order 
1-800-995-4500 f° rm in French version of this manual - 

Page 71. 



FOR AUTHORIZED HITACHI SERVICE FACILITY IN CANADA 

Please consult the following telephone number: 
Montreal (514)956-9882 
Toronto (905) 821-4545 

Vancouver (604)214-0777 
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